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Within the last decade unique properties of higher-order modes (HOMs)
have been in focus of many researchers all around the world and found
application in sensing, group velocity dispersion compensation and non-
linear frequency conversion among others. Development of optical
communication systems has increased interest to HOMs as independent
spatial data channels for mode division multiplexing (MDM). The pri-
mary aim of this thesis is the investigation, modelling and experimental
evaluation of HOMs in an optical fibre of advanced design, suitable for
a MDM implementation.
In order to achieve this goal, an interferometric-based fibre char-
acterisation technique, known as a cross-correlated (C2) imaging, was
explored. An alternative modal reconstruction approach by 2D Fourier
transform was presented, that allowed to extract intensity and phase
distributions of the fibre mode from a single interferogram, acquired
by a camera at a specific time delay. Aforementioned reconstruction
technique was implemented for a flexible C2 imaging, which was re-
alised by an application of a tunable and highly flexible light source.
Current configuration of the C2 set-up gave an opportunity to investigate
an influence of a spectral shape and bandwidth on a temporal resolution
of the method and to form the input spectrum according to experimen-
tal requirements of the fibre design. A demonstration of the flexible
C2 imaging was performed by a characterisation of a step-index fibre
(SMF28) and a distributed mode filtering (DMF) rod fibre over a broad
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range of wavelengths. Results of the measurements are compared with
numerical simulations revealing a good agreement. One of the method’s
advantages is an ability to identify all 3 operational regimes of the DMF
rod fibre. For sensitivity verification of the flexible C2 imaging the
modal cutoff for a polarisation maintaining (PM) step-index fibre was
estimated. A set of repeatable measurements for characterisation of LP11
close to the cutoff wavelength were performed. Based on a spread of the
detected modal powers a standard deviation was calculated for the each
set of measurements, revealing sensitivity of the set-up to the highly
suppressed modes. In the concluding part of the imaging techniques
investigation, the C2 approach was compared with the spatially and spec-
trally (S2) resolved imaging, by measuring modal properties of a hollow
core anti-resonant photonic crystal fibre, designed for high power beam
delivery.
In the second part of the thesis, was presented a model of a 19-cell
hollow core (HC) photonic bandgap fibre (PBGF), that possesses a low
transmission loss of approximately 4dB/km within 50nm of the C-band.
From a numerical simulation were determined the effective refractive
indices of the fibre modes, modal losses and intermodal delays. As a
result, were selected two groups of the full vectorial modes, that can
compose type of modes supported by the fibre for a data transmission
under a MDM scenario.
To confirm the results of simulation an experimental characterisation
of the modelled 19-cell HC PBGF was conducted. A modal content
evaluation within a broad wavelength range was performed by a modified
S2 technique with a spectrogram approach. Results of the experimental
and numerical fibre analysis were compared. It was revealed, that in 10m
of the fibre within a low loss bandwidth propagated predicted LP01, LP11
and LP02 modes. A characterisation of 325m of the fibre was made by a
time-of-flight technique (ToF), that confirmed results obtained for the S2
spectrogram. The methods of OAM mode excitation were investigated
vand the set-up for mode multiplexing and demultiplexing was built and
tested. Obtained results demonstrated an improbability of OAM modes
propagation in the 19-cell HC PBGF of 325m length.

Resumé
Indenfor de sidste 20 år har højere orden bølgetyper været i fokus for
mange internationale forskere, og har fundet et vælg af anvendelser ver-
dens rund og har fundet en masser af anvendelser, bland andet i sensing,
gruppehastighedsdispersionkompensering og ikke-lineær frekvens kon-
vertering. Udvikling af optiske kommunikation systemer har også øget
interessen til en anvendelse af højere orden bølgetyper, som individuelle
informationskanaler indenfor felttilstand division multipleksing (MDM).
Denne ph.d.-afhandling omfatter teoretiske undersøgelser, modellering
og eksperimental karakterisering af højere orden bølgetyper i optiske
fiber af avanceret design, som kan anvendes i MDM.
For at opnå dette mål var en interferometrisk-baseret fiberkarak-
teriseringsteknik, kendt som en krydskorreleret (C2) billedliggørelse,
undersøgt. En alternativ metode til felttilstand genopbygning ved 2D
Fourier transformation blev præsenteret. Denne metode giver mulighed
at få intensitet- og faseprofilen af felttilstanden fra et enkelt interfero-
gram, som er taget af et kamera ved en bestemt tidsforsinkelse. Den
ovennævnte genopbygningsteknik var implementeret for en fleksibel
C2 metode, som blev realiseret ved anvendelse af frekvensjusterbar og
fleksibel lyskilde. Dannet konfiguration af C2 opstillingen gav mulighed
for at undersøge indflydelse af en spektrallinje og båndbredde på en
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tidslig opløsning af systemet og at danne indgangsspektret ifølge et
eksperimentelt krav af fiberdesignen. Demonstrationen af den fleksible
C2 metode blev udført ved en karakterisering af en step-indeks fiber
(SMF28) og en distribueret bølgetype filtrering (DMF) rod fiber over en
bred vifte af bølgelængder. Resultaterne af målingerne sammenlignes
med numeriske simuleringer, der viser en god overenstemmelse mellem
dem. En af metodens fordele er en evne til at identificere alle 3 drift-
sregimer af DMF fiber. For at verificere følsomhed af den fleksible C2
billedliggørelse blev estimeret modal cutoff for en polariseringsvedlige-
holdende (PM) fiber. Et sæt af målinger blev udført til at karakterisere
LP11 tæt på cutoff bølgelængden. For hvert sæt af målinger blev der
fundet en standardafvigelse, som er beregnet ud fra en spredning af de
påvist felttilstandes kræfter. De målte resultater afslører følsomheden
af opstillingen til de stærkt undertrykte tilstande. Til sidst blev C2 til-
gangen sammenlignet med en anden teknik, kendt som en rumligt og
spektralt (S2) opløst billedliggørelse. Begge metoder blev anvendt til at
karakterisere en hulkerne anti-resonant fotonik-krystalfiber, designet til
levering af høj stråle effekt.
I anden del af afhandlingen præsenteres en model af en 19-celle
hulkerne (HC) fotonisk båndgab fiber (PBGF), som har et lavt transmis-
sionstab på ca. 4 dB / km inden for 50 nm af C-båndet. Ved numerisk
simulering blev de effektive brydningsindeks, tab og tidsforsinkelser for
de forskellige bølgetyper fundet. Fra resultaterne af simuleringen blev
der valgt to grupper af fuldvektorielle bølgetyper, der kan danne den
specifik type af felttilstande, som kan understøttes af fiberen og bruges i
et MDM-scenario.
For at bekræfte simuleringsresultaterne blev en eksperimentel karak-
terisering af den modellerede 19-celle HC PBGF udført ved hjælp en
modificeret S2 teknik i en spektrogram tilgang. Ifølge målinger blev det
afsløret, at i 10m af fiberen inden for en lav transmission båndbredde
udbreder 3 bølgetyper, navnlig LP01, LP11 og LP02, ligesom det var
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beregnet i modellen. En karakterisering af 325m af fiberen blev lavet
ved hjælp af en flyvningstid teknik (ToF), som bekræftede resultater
opnået for S2 spektrogrammet. Af hensyn til opdagelse af de forudsagte
grupper af bølgetyper og på grund af en lav transmission båndbredde
blev undersøgt en excitation af OAM-tilstande i fiberen. Fremgangsmå-
den til OAM-bøgletyper generation blev udforsket, og opstillingen for
OAM-bølgetyper multipleksing og demultipleksing blev bygget og testet.
Resultater viste en usandsynlighed for at OAM-bølgetyper kan udbrede
sig i en 19-celle HC PBGF af 325m længde.
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It is well-known from fundamentals of optical waveguide theory, that
light coupled in an optical fibre propagates within it in different trans-
verse spatial patterns, known as fibre modes. For a long time, higher-
order modes (HOMs) were considered as an undesirable effect, especially
in the optical network systems, where all data was transmitted in the
fundamental fibre mode. Presence of HOMs, in this case, led to degrada-
tion of the system due to the modal dispersion in a fibre. Despite of this,
HOMs have attracted a great attention due to their unique properties.
Applications of HOMs comprise, not exclusively, implementation for
sensing [45], non-linear frequency conversion[105] and group velocity
dispersion compensation[79]. Recent advancement of communication
systems with implementation of erbium-doped fibre amplifiers, coherent
detection and digital signal processing had increased interest to HOMs
as independent data channels in mode division multiplexing (MDM) sys-
tems [83]. However, in some distinct applications, for instance, systems
of high power pulse amplification and delivery[4] a presence of HOMs
is still extremely undesirable, since they can lead to pointing instability
and fluctuating peak intensity, as well as reduce beam quality. In any of
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the aforesaid scenarios, knowledge of the fibre modal content and modal
properties are of a great interest and importance.
The primary aim of this thesis is the investigation, modelling and
experimental evaluation of HOMs in an optical fibre of advanced design,
suitable for a MDM implementation. In order to achieve this goal, an
interferometric-based fibre characterisation technique, in particularly a
cross-correlated (C2) imaging, was investigated and implemented for
characterisation of different types of fibres. As a transmission media for
MDM was chosen a 19-cell hollow core (HC) photonic bandgap fibre
(PBGF) with anti-resonant elements, due to its low loss transmission
bandwidth within the C-band. Through theoretical modelling, the main
properties of the fibre modes were derived. They were experimentally
evaluated by a spectrally and spatially (S2) resolved imaging technique
with a spectrogram approach and by a time-of-flight technique. Simulta-
neously, an investigation of the OAM modes excitation and propagation
in the fibre was carried out. A description of the thesis organisation is
presented below.
Organisation of the thesis
In this section the work accomplished in the thesis “Design of optical
fibres with advanced modal control properties” is presented.
Chapter 2 presents a theoretical background of the thesis. In the
beginning of the chapter is described a general theory of optical waveg-
uides and a scalar approximation for a weakly-guiding fibre. A distinct
case of LPml modes, derived from the scalar wave equation, is discussed
for the simplest structure of a step-index fibre. Also the chapter covers
a brief description of fibre dispersion, basic properties of the photonic
crystal fibres (PCFs) as well as methods of excitation and detection of
HOMs in an optical fibre.
3Chapter 3 introduces principles of a cross-correlated (C2) imaging
technique for a fibre modal content characterisation. After a description
of the fundamentals of the method, an alternative modal reconstruction
approach is following. A flexible C2 imaging is achieved by an appli-
cation of a tunable and highly flexible light source. An investigation of
an influence of a spectral shape and bandwidth on a temporal resolution
of the C2 method as well as an approach to shape the input spectrum
according to experimental requirements of the fibre design are described.
The method is implemented for characterisation of a step-index fibre
(SMF28) and a distributed mode filtering (DMF) rod fibre over a broad
range of wavelengths. A model of the rod fibre is presented in the chapter
and results of simulation are compared with measurements. The last
section of Chapter 3 describes a verification of the sensitivity and relia-
bility of the flexible C2 approach. An evaluation of the modal cutoff for
a polarization maintaining (PM) fibre is performed and a comparison of
two imaging techniques, namely the C2 and the spatially and spectrally
(S2) resolved imaging, is made characterising a hollow core photonic
crystal fibre.
Chapter 4 presents a model of a 19-cell HC PBGF. During modelling
the effective refractive indices of the fibre modes and modal losses
are derived, and the intermodal delays are calculated. As a result, are
selected two groups of the full vectorial modes that can be supported
by the fibre for a data transmission under a mode division multiplexing
(MDM) scenario.
In Chapter 5 an experimental characterization of the modelled 19-
cell HC PBGF is presented. The chapter is divided into two parts. The
first part presents the detection of the fibre modes within a broad wave-
length range by a modified S2 technique performed with a spectrogram
approach. Results of the experimental and numerical fibre analysis are
compared. In the second part of the chapter a characterisation of 325m
of the 19-cell HC PBGF is presented by a time-of-flight technique (ToF),
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when OAM modes are generated and coupled into the fibre. The modes
are excited using spatial light modulator (SLM) and Q-plate. The set-up
for OAM modes multiplexing and demultiplexing is built and tested.
The conclusion and an outlook are presented in Chapter 6.
Chapter 2
Theory of fibre
2.1 Basics of optical fibres
An optical fibre is a dielectric waveguide, where light is confined in a
central core embedded in a cladding. A transverse geometry of the fibre
primarily determines its guiding mechanism and optical properties, as
loss, dispersion, quantity of propagating modes, etc.
Figure 2.1 (a) depicts a sketch of a fibre in its simplest form. A core,
of a diameter d and a refractive index nc, is surrounded by a cladding
with a lower refractive index ncl . A change of the refractive index profile
from the core to the cladding is abrupt and step-like. Owign to that a
fibre is known as a step-index fibre. In that type of fibres light is guided
by the phenomenon of total internal reflection (TIR). The TIR can be
described by a ray picture based on geometrical optics [12], depicted in
Figure 2.1 (b), under an assumption that the core radius a (a = d/2) is
much larger than the wavelength of light λ .
When light is incident on a core-cladding interface, due to the law
of refraction [12] , an angle of incidence θi is related to an angle of
refraction θr as
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n0sin(θi) = ncsin(θr), (2.1)
where n0 and nc are refractive indices of the ambient medium and the
core. All rays, that entered the fibre and are indecent at the core-cladding
interface by an angle greater than a critical angle θc,
θc = sin−1(ncl/nc) (2.2)
undergo the TIR at the core-cladding boundary and are reflected
back in the core. The back reflection is maintained along the whole
length, preserving light confined within the core. The maximum angle
of acceptance, within which incident light is coupled and guided in a
fibre, can be found as [2, 91]
n0sin(θi) = nccos(θc) =
√
n2c−n2cl = NA, (2.3)












Fig. 2.1 (a) A schematic representation of a cross-section and a refractive
index profile of a step-index fibre. (b) A sketch of light confinement in a
fibre through the phenomenon of total internal reflection. Solid ray is
confined and propagate along the core, while dashed ray refracts at the
core-cladding boundary.
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Each ray, coupled into a fibre at a discrete angle, can be associated
with a fibre mode, that is a characteristic pattern of light in which it
propagates in a fibre [69]. However, a description of light propagation
by the ray-theory is limited and cannot explain many important optical
phenomena, since it does not consider the wave nature of light. A better
understanding gives the electromagnetic theory of optical waveguides.
2.2 Wave equation
General properties of light in optical waveguides are described by
Maxwell’s equations [69, 34]. Taking in consideration material prop-
erties of waveguide and applying the boundary conditions at surfaces,
where the material constants changes, one can derive the vector wave
equation of the electromagnetic field [69, 34]:
▽2E + ε(r)k20E = 0,
▽2H + ε(r)k20H = 0,
(2.4)
where ▽2 is Laplacian operator, E and H are the electric and mag-









and ε(r) is the permittivity dependent on the radial coordinate. When
a difference between the refractive indices of the core and cladding is
small
∆= nc−ncl ≪ 1 (2.6)
the weak guidance approximation can be applied and the scalar wave
equation in the cylindrical coordinates (r,θ ,z) can be written as [69, 34]:



























+ ε(r)k20Hz = β
2Hz
(2.7)
The parameter β in the RHS of Eq.(2.7) is known as a propagation
constant. Since the scalar equation is equally valid for E and H fields,
the similar solutions can be derived for both of them. Therefore, further
below is considered only the electric field. Assuming, that a solution of
Eq.( 2.7) can be presented in the form [69]:
Ez = E0Rm(r)Ψm(r,θ)exp(− jβ z), (2.8)
where E0 is a complex field amplitude, Rm(r) and Ψm(r,θ) are the
radial and azimuthal profiles, and taking into account that a fibre pos-





here m is a positive integer, that denotes the azimuthal order of the
mode. Ψm(r,θ)c and Ψm(r,θ)s indicate that each mode can exist in two
polarization states. The resultant equation for the radial distribution can
































The solutions of Eq.(2.10) describe the radial distribution of the filed
in the fibre core and cladding, and are Bessel functions of integer order.
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Since the field of guided modes decays very rapidly in the cladding
and never reaches its outer boundary, can be made an assumption of an
infinity thick cladding for simplification of results derivation. Beside
being a common fibre widely used in optical communication systems, a
step-index fibre also has the simplest mathematical treatment, therefore
further insight of light propagation in a fibre is derived for step-index
fibre.
2.3 Step-index fibre
The cross-section of a step-index fibre is presented in Figure 2.1 (a). To
find the field distribution of the guided mode in the core and cladding of
the fibre, Bessel’s differential equations [Eq.( 2.10)] have to be solved
for the radial function Rm(r). Introducing the transverse wave numbers








the solutions of Eq. (2.10) are eminent and have the form of the
Bessel function of the first kind Jm(u) for the core region and the modi-
fied Bessel function Km(υ) for the cladding region. The form of solutions
demonstrate the confinement of the guided mode within the core and its
exponential decay in the cladding.
Ez = E01Jm(ur)cos(mθ)exp(− jβ z) r < a
Ez = E02Km(υr)cos(mθ)exp(− jβ z) r > a
(2.12)
where a is the radius of the core, r and θ are radial and azimuthal
coordinates, E01 and E02 are the field amplitudes in the core and cladding.
Implying the boundary conditions: the radial function Rm(r) is continu-
ous and its derivative is also continuous at the core-cladding interface
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(r = a), where the value of refractive index changes, the eigenvalue
equations can be derived for modes in a fibre in term of the propaga-
tion constant β for the known core radius, wavelength and refractive
indices of the core and cladding[69, 34, 34]. Solutions of the eigenvalue
equation, also known as the characteristic equation or dispersion relation
[69], give a set of discrete values of the propagation constant βml , where
m and l correspond to the radial and azimuthal order of mode. Therefore,
each mode in a fibre propagates with its own propagation constant βml
within an allowed range of nclk0 < β < nck0.
The parameters u and υ determine a rate of change of the radial
function Rm(r) in the core and cladding. The larger value of u, more
oscillations present in the core region, while larger value of υ means
tight mode confinement in the core due to small penetration into the
cladding region of the rapidly decaying field. From Eq.(2.11) transverse
wave numbers are related as
u2+υ2 = k20(n
2
c−n2cl)a2 =V 2 (2.13)
where k0 is the free space wave number, a is the core radius (a = d/2),
nc and ncl are the refractive indices of the core and cladding and V is
known as the normalized frequency or V-parameter, that identifies the
quantity of the guided modes in a fibre.
In general, propagating fibre modes are hybrid modes with both
present electric and magnetic longitudinal components of the fields,
denoted as HEml and EHml . Other two types of modes, that can also
propagate in a fibre, are the pure transverse electric T E0l and transverse
magnetic T M0l modes [34]. The exact expressions of the eigenvalue
equations for the fibre guided modes were for the first time derived by
Snyder in Ref.[99]. To simplify derivation of the solutions in the afore-
said reference was proposed the weak guiding approximation based on
an assumption that the contrast of the refractive indeces of the core and
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cladding is weak [Eq.(2.6)] and transverse fields of the fibre modes are
orthogonally polarized. Modes in a weak-guiding fibre are linearly polar-
ized and denoted as LPml modes. Worth to note, that both polarizations
of the mode have the same propagation constant and the same spatial
distribution. The simplified expressions for LP modes were derived by








Equation (2.14) gives a full set of solutions for the guided LP modes
and allows to determine the corresponding propagation constant βml and
radial distribution function Rm(r) of each mode. Examples of the radial
distributions of the electric field of the four first LP modes is presented
in Figure 2.2. Also Eq.(2.14) is valid for the hybrid modes HEml and
EHml . A correspondence between LP modes and full vectorial modes is
shown in Table 2.1. As it can be seen from Table 2.1, LP modes can be
obtained as superimposition of the corresponding vectorial modes. The
fundamental fibre mode (FM) HE11 can be compared to the fundamental
LP01, while the first order of the higher order modes (HOMs) LP1l (l = 0)
is combined from T E0l , T M0l , HE2l modes. The HOMs of higher order
(m > 1) correspond to superimposition of HEm+l and EHm−l . The weak-
guidence approximation is also known as the scalar approximation, since
the fields of the propagating modes are derived from the scalar wave
equation. It is worth to mention, that under the scalar approximation
LP modes in subgroups have the same β -eigenvalues. Modes, that
have m = 0, are double-degenerate, due to polarization degeneracy, and
modes with m > 0 are four-fold generate, due to additional sine and
cosine solutions [Eq.(2.9)].
Every fibre can support the limited number of modes, that is deter-
mined by the V-parameter, derived in Eq.(2.13). The same parameter
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Table 2.1 The correspondence between the full vectorial modes and LP
modes.
LP modes Full vectorial modes
LP0l HE1l m = 0, l = 1
LP1l T E0l ,T M0l ,HE2l m = 1, l = 1










LP01 LP11 LP21 LP02 
Fig. 2.2 The normalized filed distributions for the four first LP modes:
LP01,LP11,LP21,LP02. The red and blue shading in the field distributions
correspond to π phase shift.
can be also obtained from the characteristic equation Eq.(2.14). Assum-
ing the poorly confined mode with the field exponentially decaying in
the cladding and the propagation constant close to the value of nclk0,
the transverse wave number will be close to zero (υ ≈ 0), that brings
requirement of the cutoff condition for a mode:
Jm−1(V ) = 0 (2.15)
The V-parameter proportional to the ratio between the core radius and
wavelength (a/λ ) and it means, that increasing V-parameter to a certain
cutoff value, determined by Eq.(2.15), a special condition is reached
and a mode cannot be guided by a fibre. Therefore, for a given fibre
a wavelength, for which V=2.405, is known as the cutoff wavelength
λc. For 0 <V < 2.405, a fibre supports only the FM and operates in a
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single-mode regime. For V > 2.405, a fibre is considered as a few-mode
or multi-mode fibre.
2.4 Dispersive properties of a fibre
One of the most important parameters of the guided modes is the effective
refractive index, that can be introduced from the propagation constant β
as:




A dependence of the refractive index on wavelength is known as
dispersion [12] and leads to dispersive properties of the modes. Different
frequency components of an optical pulse due to a wavelength depen-
dence of the refractive index propagate in the fibre with the different
velocities, which leads to the pulse broadening due to dispersion. There
are four kinds of dispersion in a fibre [79, 69, 91]: modal dispersion,
caused by the difference of the group velocities of propagating modes;
polarization-mode dispersion, that causes the mode in two polarizations
to propagate with different group velocities due to the inhomogeneities
and anisotropies of the fibre core; material dispersion, arises from a de-
pendence of the refractive index of the core and cladding on wavelength;
and waveguide dispersion as result of a contribution of the waveguide
structure.
Generally, for characterization of dispersion is used D-parameter that
describes the variation of the time delay along the whole length of a fibre
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where L being a fibre length, τ is a propagation time difference and
λ is a wavelength. It is well known, that a plane monochromatic wave





where ω is an angular frequency of the wave, c is the speed of light.


















Equation (2.20) expresses the group delay as a function of the re-
fractive index n and the wavelength λ . An expression under brackets is
known as the group index. In the analogy with the phase velocity υp,
that can be also determined by the refractive index n, the group velocity
as well as the group delay is determined by the group index [79]. Taking
the derivative of the group delay over the wavelength one can derive the





where Dm is a material contribution of dispersion to the total dispersion of
a fibre. Material dispersion of silica glass can be empirically described by
the Sellmeier interpolation equation [69], that reveals a relation between
the refractive index of silica glass and wavelength. Material dispersion
is intrinsic to all bulk materials and does not depend on the geometry of
a fibre.
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In the case, if one derives the dispersion parameter with respect to
frequency neither to wavelength starting from a Taylor series expansion
of β (ω) [79, 69, 61]










+ · · ·
(2.22)
then the parameter Dm is
Dm =−2πcλ 2 β2, (2.23)

















and describes a variation of the group velocity with wavelength.
In many cases, since a change of the refractive index of the core
and cladding with wavelength is small, an approximation can be made
assuming the refractive index of material being constant. However, as
wavelength increases, a field of mode in a fibre extends more and more
into the cladding, experiencing more the cladding refractive index than
just the core refractive index [91, 61]. Under aforesaid circumstances









where ∆ is ∼ (nc−ncl)/ncl , V is the normalized frequency, defined
by Eq.(2.13), and b is the normalized propagation constant of the mode,
that is equal to
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b =
n2e f f −n2cl
n2c−n2cl
(2.26)
For large values of the parameter V, the normalized propagation
constant b tends to 1, while at the cutoff b = 0. Waveguide dispersion is
individual for each mode and can be tailored by a proper design of fibre
profile. The total dispersion of a fibre can be represented as contribution
of material Dm and waveguide Dw dispersion:
D≈ Dm+Dw (2.27)
It worth to note, that under certain circumstances material and waveg-
uide dispersion can cancel each other at a certain wavelength known as
zero-dispersion wavelength.
As a conclusion, in this section were introduced and described the
characteristic equation for a step-index fibre and its solutions in the
core and cladding for the propagating modes, cutoff parameters and
waveguide dispersion. The next section is focused on optical fibres of
the advanced design, in particularly photonic crystal fibres.
2.5 Photonic crystal fibres
A photonic crystal fibre (PCF) is a fibre with a regular periodic pattern
of holes in a cladding maintained along the whole length of its axis [91].
There are two main types of the PCFs: the solid-core and hollow-core.
Depending on a type of the PCFs, light can be guided by one of the two
mechanisms: by the total internal reflection (TIR), as in a conventional
fibre (Section 2.1), or due to the photonic band gap phenomenon.
The properties of the PCF are governed by the geometry and deter-
mined by the pitch Λ, diameter d and relative diameter d/Λ of the air
holes [Figure 2.3].





Fig. 2.3 The schematic view of the solid-core (a) and hollow-core (b)
PCFs.
Solid-core PCF
Despite an unconventional design, the solid-core PCF, due to its mecha-
nism of guiding light by the TIR, has preserved some key properties of
a common fibre. They also support a FM along all wavelengths, while
HOMs experience the cutoff at certain wavelengths. However, an inser-
tion of air voids in the cladding decreases its average refractive index,
leading to a vanished distinct border between the core and cladding. On
the one hand, it becomes possible to overcome the limitation of a small
index contrast in a common fibre, that is typically ∼ 1%. On the other
hand, the propagation constant in this case is limited within the range [9]
k0nsilica > β > βFSM, (2.28)
where βFSM is known as the propagation constant of the fundamental
space-filling mode (FSM) and is the maximum allowed β in the cladding
in the case when the core is absent. Therefore, for the solid-core PCF
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a relation for the normalized frequency is changed and depends on the
pitch Λ and the effective refractive index of the cladding ne f f as :




(n2o−n2e f f ), (2.29)
where ne f f is determined by βFSM corresponding to Eq.(2.16) as




It worth to mention, that for a ratio of holes size d/Λ less than 0.5
in the short wavelengths limit (d/Λ >> 1) Ve f f is finite and does not
depend on λ or Λ, maintaining endlessly single-mode operation of a
fibre. However, a decrease in a hole size reduces the contrast between
the refractive indices of the core and cladding, making the fibre more
susceptible to bending loss. On the other hand,an increase in a hole size
leads to appearance of HOMs in a fibre.
Opportunity to vary an index contrast, hole-to-hole distance Λ, di-
ameters of the core and holes, makes it possible to create fibres with
exceptional optical properties. For example, fibres of a large mode area,
that simultaneously operate in a single-mode (SM) regime over a broad
range of wavelengths.
Hollow-core PCF
This type of PCFs is also known as a hollow core photonic bandgap fibre
(HC PBGF), due to thier peculiar guiding mechanism based on a bandgap
phenomenon. In the case of the HC PBGF, light is trapped and guided
in an air hollow core of the fibre with a lower refractive index than the
refractive index of the cladding due to a forbidden range of frequencies,
known as a bandgap region, where electromagnetic propagation at any
incident angle is impossible. The idea of HC PBGF originates from
properties of a three-dimensional photonics crystal, where light is trans-
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mitted within a band of forbidden frequencies as a result of destructive
interference on the elements of periodic structure [91]. To guarantee
a propagation of modes in the air-core region without a possibility to
escape into the cladding, the effective refractive index of mode has to
be less than unity (β/k0 < 1)[87]. Aforesaid features create the main
difference between the solid-core and HC PCFs.
For the HC PBGF there are two main loss mechanisms, that con-
tribute to the total loss: the scattering loss (SL) and confinement loss
(CL). A magnitude of the CL is strongly depends on the number of the air
holes rings and can be reduced by designing a fibre with several rings of
the air-holes [90]. A dominating contribution, that has an overwhelming
impact on the total loss, comes from the scattering at the air-glass inter-
faces within HC PBGFs due to an intrinsic roughness on the surfaces,
created by the thermally excited surface capillary waves, that are frozen
into the glass during the manufacturing [25]. Measurement of the SL is
not straightforward, as well as there is no distinct way of the SL simula-
tion. The common approach is to assume, that the SL is proportional to
a normalized field intensity F along the air-glass interfaces and hence,
proportional to [26]:











E × (−→H ∗) ·d−→A
, (2.31)
where η is an empirically obtained proportionality factor, which is
according to Ref.[26] equal 300, E and H are the electric and magnetic
fields of the guided modes. The CL of each mode can be derived as an




Im(ne f f ), (2.32)
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where Im(ne f f ) is the imaginary part of the modal effective refractive
index simulated at each wavelength λ in COMSOL.
2.6 Excitation of higher order modes in fibres
A control of modal content coupled into a optical fibre and selective
excitation of modes in a optical fibre are desirable in many applica-
tions, especially in fibre-based communication systems, high power
pulse delivery and fibre sensing. In order to find a reliable and easy-
implement solution for modal excitation were developed methods based
on holographic filters [24] and holograms created by a spatial light
modulator (SLM) [15, 100], phase plates [108, 102, 104], fiber Bragg
gratings (FBG) [3] and long-period gratings (LPG) [81, 112]. A choice
of a method depends on conditions of an experiment and required type,
efficiency and purity of the excited modes.
One of the methods implemented in this thesis for a deliberate ex-
citation of modes in a fibre is LPGs. Generally, there are two types of
LPGs: photoinduced LPGs, written in a fibre by laser altering the refrac-
tive index of the core in a periodic manner [53, 92], and mechanically
created LPGs by applying a pressure to a fibre [111, 11, 92]. Figure
2.4 depicts both types of LPGs. The main principle of work is similar
and based on a coupling of two forward co-propagating modes due to
the periodic modulation of the core index in the fibre when the phase
matching condition is satisfied [106, 22]
β1−β2 = 2πΛ , (2.33)
where β1,β2 are the propagation constants of two modes, Λ is a pitch
or a period of gratings, formed by the refractive index change, and m
is an integer. When the coupling of the FM to one of the HOMs takes
place, a sharp spectral resonance is occurring with corresponding drop
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of power in the transmission spectrum at distinct wavelength λres, where
the phase matching condition is satisfied. Equation (2.33) describes the
simple case of first order diffraction. Hovewer, to take into account
the higher orders of diffraction the phase-matching condition can be
rewritten as [39]
λres = (ne f f 1−ne f f 2)ΛN , (2.34)
where N denotes a diffraction order.
Permanent LPGs can be written into the hydrogen loaded fibre by
exposing it to UV light or intense heat. In the regions, where defects
are present, UV induces the distructions of the silica bonds resulting
in an increase of the refractive index [41]. In the case of mechanically
induced gratings, a change of the refractive index is caused by a pressure
applied all over above the fibre. Induced stress creates points in the fibre
where the refractive index is altered due to a photo-elastic effect. Such
periodic stressing over a beat length forces the FM to couple into one of
the HOMs, when a phase-matching condition is satisfied. To control the
higher-order modes excitation, the fibre is placed into a V-groove of a flat
metallic plate and pressed from above by a grating plate with a chosen
period Λ. A depth of notch at the transmission spectrum is relevant to
the conversion efficiency, that is controlled by the pressure implied to the
spring-loaded clamp on the fibre. The high pressure results in a stronger
modal conversion. However, after a some level of pressure the depth of
notch does not change any more or decreases due to overcoupling [10].
For verification of the mode conversion, an output of the fibre is spiced
with a single mode fibre, which is connected to an optical spectrum
analyser (OSA).
Every type of LPGs has its own advantages and disadvantages. LPGs
written in a fibre are highly reliable and small in size. However, once
been written, it is impossible to change any of the LPG parameters.









Fig. 2.4 The sketch of the LPGs written in a fibre (a) and mechanically
created gratings (b).
In mechanically induced LPGs the grating period can be adjust at any
time by changing the period of grating at the metallic plate or an angle
between the fibre and the grooves. Moreover, when the stress is released
the structure of fibre recovers and its transmission spectrum returns to
initial. However, since a mechanically induced grating couples light
from the FM to one of the asymmetric modes, it suffers from inherent
polarisation dependence [33], because the asymmetric modes, to which
coupling occurs, are nearly degenerate linear combinations of the respon-
sible group of polarised vectorial fibre modes with different propagation
constants.
For experimental characterisation of excited fibre modes can be
implemented one of the modal characterisation techniques, overviewed
in the next section.
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2.7 Overview of the imaging techniques for
the fibre modes characterisation
Among developed approaches for a fibre modal content decomposition,
a spatially and spectrally resolved imaging (S2) and cross-correlated
imaging (C2) can be acknowledged as the most applicable techniques,
due to their notable ability efficiently characterise propagating fibre
modes and determine relative modal powers, intensity and phase distri-
butions, and intermodal time delays. Both methods are interferometric-
based approaches, that provide an information about characterised modes
analysing an interference pattern, created by an interaction of the fibre
modes with reference mode. In the case of the S2 imaging, the reference
mode is the dominate mode of the fibre, while for the C2 imaging, it is
the FM of the reference fibre, introduced as one of the Mach-Zehnder
interferometer (MZI) arms. Originally, the S2 technique was proposed
and investigated by Nicholson et al. in Ref.[65]. A set-up was based on
a broadband light source, launched into a large-mode-area (LMA) fibre,
and an optical spectrum analyser (OSA), that measured optical spectra
in each (x,y) point of the rasterised fibre output. A data analysis was
performed via the Fourier transform of the all acquired optical spectra,
resulting in a trace, that represents a beating amplitude of modes as a
function of differential group delay (DGD). Simultaneously, the first
demonstration of the C2 imaging was reported by Schimpf et al. in
Ref.[93]. A modal content characterisation was performed in the time
domain and a set-up was based on a MZI. As a light source was used
superluminescent diode. A change of intensity, due to an interference
between the FM from the reference fibre and modes from the fibre under
test (FUT), was captured as a stack of images at a fibre output by a
camera at each position of a time delay line. Analysing a set of acquired
pictures a C2 trace is found as a function of intensity varying with time,
revealing a cross-correlation between the input spectrum and interference
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peaks, that occur at the corresponding to each mode in the FUT time
delays.
Later several improvements for both techniques were proposed and
reported. For example, the measurement time of the S2 imaging was
improved by implementing a fast image acquisition approach [66]. In this
case, instead of a broadband light source in combination with an OSA,
was used a tunable laser with a camera. Demonstration of a real-time S2
measurement was reported in Ref.[35] by implementing a continuous
scanning laser source with inline data processing system, characterising
the modal content of 19-cell HC PBGF. The same acquisition time was
also reported for the C2 imaging in the frequency domain ( fC2) [20].
The setup was based on a tunable diode laser and a CMOS camera. A set
of LP0,m modes was excited and coupled to a multi-mode dual-clad fibre
by a spatial light modulator (SLM). The measurement was performed in
a sub-second with a further post-processing analysis of the fibre modal
content.
A full potential of the techniques can be demonstrated by a two
dimensional spectrogram analysis of the fibre modal content, as it was
reported in [35, 46, 16]. The relative modal power was represented as
function of DGD and wavelength on a spectrogram revealing the entire
modal dynamics.
As a modification of the cross-correlated imaging technique the
white-light interferometry method reported in Ref.[51] can be considered.
Here a highly resolvable time resolution is achieved by the application
of the same test fibre in both arms of an interferometer, that precisely
matches the residual group velocity dispersion and permits to resolve
the modal group delays on the scale of few femtoseconds.
The focus of the next chapter is on an implementation of the C2
imaging for a characterisation of the different types of fibres and on an
investigation of the main effects, that have influence on its performance.
Chapter 3
C2 imaging technique for fibre
characterisation
In this Section a cross-correlated C2 imaging technique is proposed for
the characterisation of the modal content of different types of fibres. At
the beginning the basic principles of the imaging technique are reviewed
and the technique is implemented for the step index fibre. Afterwards,
an alternative method of modal reconstruction is suggested for charac-
terization of the solid-core and hollow-core PCFs over a broad range of
wavelengths.
3.1 Principles of the C2 imaging technique
Principles of interferometry
Real light sources can be characterised by their temporal and spatial
coherence. An intensity of the randomly varying light can be defined by
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When the statistical average of the wave intensity is invariant in time,
the light is considered to be statistically stationary and its intensity can
be averaged not over the many of realizations of the wave, but over a







|U(r, t)|2 dt (3.2)
Generally, real light sources are not monochromatic and radiate at
different frequencies within a finite spectral width of ∆ν . However,
within the interval of time τc ≪ 1/∆ν , when the complex amplitude is
constant, the non-monochromatic source operates as a monochromatic,
radiating light with a mean frequency of the light source. The current
characteristic time τc is known as the coherence time of the source [12]







which shows the degree of correlation between the function U(t) in
the time t and the same function delayed by the time t+ τ . G(τ) is the
autocorrelation fuction, that defines to which extent the functions U(t)
and U(t+τ) are correlated. The absolute value |g(τ)| extends from zero
to unity. Zero values mean that light is incoherent, and for unity the light
is coherent, meaning that it is highly correlated along all time delays.
The coherence time τc can be also derived through the complex degree
of temporal coherence as the time at which |g(τ)| reaches the values of





Through the coherence time one can determine the coherence length
lc, which is an important parameter for describing the interference be-
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tween two beams. Knowing the mean wavelength λ0 and the bandwidth
of the source ∆λ , lc is equal to
lc = cτc ≈ A λ0∆λ , (3.5)
where A is a coefficient, that depends on the spectral shape of the
source and for the Gaussian spectral shape it is equal to 2ln(2)/π .
Figure 3.1 describes a scheme of the Mach-Zehnder interferometer.
Light from a partially coherent source is split into two arms of interfer-
ometer and recoupled at the second beam splitter, after propagating paths
S1 and S2. In the case, when the difference S1−S2 is less than the coher-
ence length lc of the light source (S1−S2 6 lc), the two beams interfere
creating an interference pattern, that can be captured by the camera at
the output of the setup. However, when an optical path difference (OPD)
is larger than the coherence length (OPD> lc), for example, as for an
extended optical path S3, that is much larger than S2, the beams do not
interfere.
   
 









Fig. 3.1 A schematic representation of the Mach-Zehnder interferometer.
Here, S1 is an optical path of the beam in one arm, S2 in another arm, S3
is an extended optical path ( S3 > S2) , BS is beam splitter.
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At the camera, the total intensity of the two superimposed waves can
be written as:











where I1(r, t) and I2(r, t) are averaged intensities of the beams from
each arm, which are determined by the self-coherence functions G1(0)
and G2(0); g12 is the normalized cross-correlation function of two waves
U1(r, t) and U2(r, t), that shows to which degree they are correlated and
defined as
g12(r,τ) =










Equation (3.6) is known as the general interference law for the sta-
tionary optical field [12] and can be represented in another way as




I2(r, t) |g12(r,τ)|cos(arg{g12(r,τ)}) ,
(3.8)
where τ is the OPD, that is equal to τ = (S1−S2)/c.
In the case of quasi-monochromatic light, the spectral bandwidth
is smaller than the mean frequency of the light source. In this case,
from Eq.(3.8) can be seen, that dependence of the normalized inten-
sity at the point, where the two beams interfere, depends on the phase
arg{g12(r,τ)} in a harmonic manner with an amplitude governed by
|g12(r,τ)|. From Eq.(3.8) the maximum Imax and minimum Imin intensity
values are reached when cosine in Eq.(3.8) is equal to ±1, thus:
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The brightness morphology of the interferogram is described by the











I1(r, t)+ I2(r, t)
|g12(r,0)| (3.10)
where Imax and Imin are the maximum and minimum intensities of
the interference fringes derived by Eq.(3.9). Equation (3.10) shows, that
the complex degree of coherence g12(r,τ) determines the strength of
interference of two interfering beams I1(r, t) and I2(r, t) at the defined
time delay τ = 0.
Principles of a cross-correlated imaging technique
The technique of cross-correlated (C2) imaging is based on a principle of
low-coherence interferometry (LCI) or white light interferometry (WLI).
Here information about physical quantities of interest is extracted with
regard to the change of an OPD of two interfering beams [75]. In the
case of the C2 imaging the set-up is based on a MZI. The general scheme
of the set-up is depicted in Figure 3.2. Light beams from a light source
are divided into both arms of the interferometer. Light in the sample arm
is coupled into the FUT, where several modes propagate. By a delay
line in the reference arm an optical path length (OPL) of the reference
beam is changed, until it matches the OPL of the desired mode in the
FUT. After recombination on a beam splitter, beams are directed onto
the camera, that takes pictures of interacting beams at each step of the
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delay line displacement. An interferogram is obtained from the set of
interference pictures, represented as a change of intensity recorded by
the camera depending on the time delay introduced by the delay line in
the reference arm. It contains information about the fibre modal content.
The interference pattern consists of a set of fringes, that appear when
OPDs between the specific modes in the FUT and the FM in the reference
fibre are less than the coherence length lc of the source. The interference
intensity reaches its maximum, when the values of OPD is close to zero.
Positions of those maxima correspond to the positions of every specific
mode at the line of time delays gained by the delay line. Determining
the time delay of HOMs relative to the FM the differential modal time
delays can be found. The intensity distribution of each picture, taken by
the camera along the entire range of the time-delays, is composed from
















Fig. 3.2 (a) The scheme of the set-up is presented as an unbalanced
Mach-Zehnder interferometer. BS and BC are a beam splitter and a
beam combiner, FUT is a fibre under test and DL is a delay line. (b) An
example of the cross-correlated trace, where the intensity recorded by a
camera is represented as function of the time-delay τ .
I = I0(x,y)+ IInt(x,y,τ) (3.11)
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where (x,y) are positions of pixels in a picture, I0(x,y) is the background
intensity, which is a sum of the intensities radiated from the reference
and the sample arms. The background intensity for the collimated beams
does not depend on the time delay τ .
I0 = Ir(x,y)+ Is(x,y) (3.12)
Ir(x,y) and Is(x,y) are taken by the camera, when only one of the beams
is pointed at the camera, and another one is blocked. The interference
intensity IInt(x,y,τ) is presented through the cross-correlation function






The cross-correlated function crm(t) is related to the spectral density







Srm(Ω) = S(Ω)exp(i∆φmr) (3.15)
In Eq.(3.13), αm is the real modal weight, τm is the relative time
delay between the FM and the definite HOM in the FUT, |crm(τ− τm)|
is the modulus of the cross-correlation function, Ψ is a linear phase that
describes the fast oscillation behaviour and the phase mismatch between
the two arms of the interferometer. Equations (3.14),(3.15) express the
dependence of the cross-correlation function on the spectrum of the input
light source S(Ω) and the residual dispersion mismatch between two
arms of the interferometer ∆φmr(Ω), which is equal[7] to:




β (k)m L−β (k)r Lr
)
Ωk/k! (3.16)
Here, β (k)m and β
(k)
r are the coefficients of the Taylor expansion
derived for the propagation constant β of the FUT and reference fibre of
the corresponding lengths L and Lr. Frequency Ω is a shifted frequency
corresponding to a central frequency ω0.
Ω= ω−ω0 (3.17)
Equations (3.13)-(3.16) constitute the basis of the data analysis of the
C2 method and were derived in Ref.[7, 93]. The modulus of the cross-
correlation function |cmr(τ− τm)| describes an envelope of the intensity
oscillation and represents the cross-correlation trace (C2 imaging trace,
red curve in Figure 3.2(b)). Analysing a stack of images, acquired by
the camera, at every pixel at each step of the delay line d, extracting the
background intensity I0 and normalizing to the intensity of the reference




that encodes information about the modal weight pm = α2m, the modal
intensity Im(r) and the differential time delay (DTD) between modes
τm. The number of peaks at the cross-correlated trace obtained from
the recorded interferograms, schematically described in Figure 3.2(b),
corresponds to the quantity of modes that propagate in the FUT. The
amplitude of peak defines the modal weight, while the position of each
peak is interpreted as a differential modal time delay τm of the specific
mode m relative to the FM. Integrating the interference signalP(r,τ)
over a definite extent at time over each pixel on the imaging plane, the
intensity distribution of each mode Im can be decomposed.
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Decomposition of modal content with 2D Fourier trans-
form
The concept of interferogram analysis employing the Fourier transform
is widely known within the fields of speckle interferometry [63, 29] and
holography[70, 30]. The basis of the current approach of fringe-pattern
analysis was reported in 1982 by Mitsuo Takeda [101]. Following its
procedure a phase map is extracted from a single recorded interferogram
that was Fourier transformed and undesired terms were isolated, while
the required side-band is shifted and centred at zero frequency. The phase
map is picked up, when derived term is inverse Fourier transformed.
This subsection will demonstrate that an approach of a two-dimensional
Fourier transform (2D FT) can be implemented as an alternative for the
modal reconstruction in the C2 method. In this case, the modal intensity
and phase distribution can be extracted from interferograms recorded by
a CCD camera following the procedure of a fringe pattern analysis.
The spatial intensity distribution of the fringe pattern is expressed in
the form [42]:
I(x,y) = I0(x,y)+m(x,y)cos[2π f0x+φ(x,y)] (3.19)
where φ(x,y) is the phase of interest, I0(x,y) is the background intensity
distribution and m(x,y) is a contrast function, x and y is a position of
pixels on the imaging plane, f0 is a spatial carrier frequency along x
direction, that is proportional to the angle θ , introduced between two
interfering beams, and in the case of small angle can be expressed as:
f0 = k1− k2 ≈ k0(θ1−θ2) = k0θ , (3.20)
where k1,k2 are the wave numbers of the corresponding interfering
beams, θ is an introduced angle between beams.
Following complex notation, Eq. (3.19) can be rewritten as:
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Applying the 2D FT to Eq. (3.21) with respect to x one obtains:
I( fx, fy) = I0( fx, fy)+C( fx− f0, fy)+C∗( fx+ f0, fy), (3.23)
where I0( fx, fy), C( fx− f0, fy) and C∗( fx + f0, fy) are spatial Fourier
spectra separated by the carrier frequency f0 from each other. C( fx +
f0, fy) and I0( fx, fy) can be removed by using a filter centred at f0. In
this case, the larger angle between the interfering beams, the larger f0
and the more separate the spatial Fourier spectra in reciprocal space
are. Shifting C( fx− f0, fy) to the origin C( fx, fy), the carrier frequency
f0 is eliminated. Employing the inverse Fourier transform to C( fx, fy)
with respect to fx, c(x,y) is derived, from which the phase φ(x,y) can
be extracted.
The described approach can easily be implemented for the modal
content analysis by the C2 imaging technique. To obtain the fringe
pattern at the camera plane at the output of the interferometer an angle
has to be introduced between beams from the reference and the sample
arms. The created fringes are described by Eq. (3.13), derived in the
previous section. The fact that the beams from reference and sample
arms interfere at the camera plane after travelling with a relative angle
between them, introduces an extra linear phase term that is added to Ψ
in the cosine in Eq. (3.13). It is important to mention, that the angle
between the beams (and therefore the extra linear phase term) is known
by the experimentalist and is completely under her/his control.
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Fig. 3.3 The scheme of the 2D FT analysis of the fibre modal content.
To characterise a fibre modal content by the 2D FT, have to be used
the interferograms at the time τ = τm, that corresponds to the maxima of
interference peaks at the C2 trace. In all presented experimental results
further in the thesis, each of the collected fringe patterns is analysed
following the aforesaid method. The scheme of analysis is described
in Figure 3.3. At the beginning the background intensity I0(x,y) and
intensity distribution of the reference beam Ir(x,y) is filtered by 2D FT.
The outcome term c(x,y) contains information about the modal intensity
distribution in its real part and the modal phase distribution encoded into
the phase angle of c(x,y). Applying the phase unwrapping algorithm,
the phase distribution of the corresponding mode can be extracted.
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3.2 Experimental results
3.2.1 The C2 characterisation based on a visibility of
interference
Figure 3.4 presents a scheme of experimental set-up based on a Mach-
Zehnder interferometer (MZI) and applied for the modal characterisation
by the C2 method based on a visibility of interference. A broadband
supercontinuum laser (SuperK COMPACT, NKT Photonics), that emits
light within a range of wavelengths from 450nm to 2400nm, is used
as a light source. A fibre coupler, introduced after the source, equally
splits incoming light into the reference and test arms. The spectrum
of the source is filtered by a bandpass filter at the input of the set-up.
The reference arm consists of 1m of the single mode reference fibre
780-HP (Nufern [67]) with the cut-off wavelength around 730nm, and
a delay line, that adjusts an optical path of the FM in the reference arm
corresponding to a defined mode in the FUT. The test arm contains an
unit of mechanically induced gratings (MIG) for the higher-order modes
(HOMs) excitation, as it was described in Section 2.6. A polarisation
controller is inserted before the MIG unit to optimize polarisation of
the coupled modes and to select LP11 only in one polarisation. As the
FUT is chosen 1m of SMF28 (Corning [19]). It is a single mode fibre
with the cutoff wavelength around 1260nm, the core diameter of 8.2µm
and numerical aperture being 0.14. During the experiment, LP11 is
excited directly in the FUT. The first 75cm of the FUT is inserted into
the polariser controller and the MIG unit, while the active length of
the fibre, from a point where the HOM is excited by the gratings to
the end facet of the fibre, is 25cm. The final state of the output light
polarisation in both arms is controlled by a linear polarisers. Between
the reference and test beams is deliberately introduced an angle. After a
recombination of the beams on a beam splitter at the output of the setup,
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they produce interference fringes, that are captured by a camera (8bit
Point Grey, maximum frame rate 120fps). The optical path length (OPL)
of the beam in the reference arm is adjusted by the delay line to match
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Fig. 3.4 A scheme of the C2 set-up, where LP11 mode is deliberately
excited by a mechanically induced gratings. Here, abbreviations denote:
BPF - a bandpass filter, FC - a fibre coupler, PC - a polarisation controller,
MIG - a mechanically induced grating unit, FUT - the fibre under test, L
- a lens, P - a polariser, DL - a delay line, BS - a beam splitter.
According to results of the fibre simulation, at the wavelength of
850nm the FUT supports only two groups of modes: LP01 and LP11. A
dependence of numerically calculated effective indices on wavelength is
depicted in Figure 3.5. By dashed lines are marked the refractive indices
of the core and cladding, which are assumed to be constant over a range
of wavelengths from 0.8µm to 1.3µm and equal correspondingly to
nc = 1.452 and ncl = 1.4468. Values of the indices are chosen to fit the
specification parameter dn = 0.36%. It is also worth mentioning, that in
the specification is given the cable cutoff wavelength, that is blueshifted
comparing to the bare fibre cutoff wavelength.The effective refractive
indices of the modes were calculated from Eq.(2.14) and (2.16). The
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group velocities and the group propagation time of the modes were
derived from Eq.(2.19) and (2.20). The differential time delay (DTD) is









Fig. 3.5 Numerically calculated effective indices of LP01 and LP11.
where L and Lr are lengths of the FUT and reference fibre, and υm
and υr are the group velocities of the corresponding mode in the FUT
and the FM in the reference fibre.
During the experiment LP01 is converted into LP11 mode at the wave-
length of 850nm by the MIG unit with a period of 532µm. In order to
confirm a presence of the excited HOM and to check a conversion effi-
ciency, the FUT is spliced with a fibre (780-HP), which is single-mode
at 850nm. A transmission spectrum is measured by an OSA. With an
increase of pressure at the MIG unit, a depth of notch grows. Figure
3.6(a) shows, that for LP11 can be reached a conversion efficiency more
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than -20dB, determined as a depth of notch depicted by a red curve.
However, when a critical value of the induced stress is reached, an over-
coupling occurs [10], that forces LP11 to couple back into LP01, resulting
in a decrease of the resonant peak at the transmission spectrum with an
increase of pressure [Figure 3.6(b)] .











































Fig. 3.6 The transmission spectra of the conversion from LP01 to LP11.
(a) With increase of pressure, the conversion efficiency grows. How-
ever, at some level of pressure overcoupling occurs, and LP11 gradually
couples back to LP01 resulting in decrease of attenuation at the resonant
wavelength (b).
As it was described in Section 3.1, information about a quantity of
modes in the FUT can be extracted from the interferograms, captured
by the camera along a range of the time delays governed by the delay
line. Since fibre modes propagate with different group velocities along a
fibre, each of them has its own delay time. When an angle is introduced
between the beams from the reference and test arms and the OPLs in
the both arms of MZI for propagating modes are equal, interference
fringes of a high contrast appear. A strength of interference in this
40 C2 imaging technique for fibre characterisation
REF 
FUT 
INT 150 200 250 300 350




















Upper envelop of the curve
Lower envelop of the curve
x 
y 
Fig. 3.7 A distribution of the pixels intensity at the the center of interfer-
ing beams along x-direction. At the insets are depicted the intensities of
the reference (REF), test (FUT) and interfering (INT) beams.
case can be evaluated by the fringe visibility, that is also proportional
to the normalized cross-correlation function. Therefore, fibre modal
content can be characterised as well by the visibility, derived from
Eq.(3.10). Analysing the visibility along the scanning time delays, a
visibility trace can be obtain. Likewise the C2 trace, the visibility trace
describes a change of intensity with a time delay and reveals a quantity
of propagating modes, that appear as separated peaks at the trace at time
delays τ = τmr and with amplitudes corresponding to modal powers.
When the OPLs of the two interfering modes are equal, the fringe pattern
possesses the strongest contrast and the highest visibility as well. As a
difference in the OPLs grows, the visibility decreases gradually reaching
zero.
To evaluate the interference with a help of the fringe visibility two
output beams are aligned and focused at the camera. LP11 is not ex-
cited in the FUT and, when the OPL for the FMs in both arms of the
interferometer are equal, at the camera is seen an interference pattern,
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with a spatial frequency of fringes proportional to the angle between
two beams [Eq.(3.20)]. Figure 3.7 demonstrates the reference (REF)
and test (FUT) beams focused at the camera and the interference pattern
of the interfering FMs (INT). The visibility trace depicted in Figure
3.7 is measured in the center of the image. It changes in a harmonic
manner with clear maximum and minimum values. The visibility is
calculated from Eq.(3.10), where a maximum intensity Imax is derived
as a maximum of the upper envelope and a minimum intensity Imin is
a maximum of the lower envelop. The total visibility of the image is
derived as an average of visibilities along y-direction.
(a) (b) 
Fig. 3.8 The visibility trace measured for two bandpass filters of FHMW
equal to 4nm and 10nm.
The FWHM of the modal peaks at the visibility trace is determined
by the coherence time and coherence length of the light source. To
analyse the aforementioned dependence, an influence of the light source
bandwidth on the visibility trace is analysed by performing measure-
ments for two different input conditions. In the first case, a spectrum of
the seed source is filtered by a bandpass filter with FWHM of 5nm, in
another, with FWHM of 10nm. Figures 3.8(a) and (b) present the visi-
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Fig. 3.9 (a) A visibility trace measured without HOMs excitation and (b)
when LP11 is excited by the MIG unit.
bility as a function of the optical path difference in µm for the different
bandpass filters. For a narrow bandwidth of the spectrum [Figure 3.8(a)]
the visibility trace is broad, preserving a good contrast of the interfero-
grams along most of the scanning length. At the same time, when the
bandwidth of the incoming light spectrum is larger, the coherence length
is smaller and the width the peak at the trace shrinks correspondingly.
However, the temporal resolution of the systems is governed not only by
the coherence time of the source, but also by the dispersive broadening
that will be discussed further below in this chapter. The trace, measured
with a broader filter possesses higher temporal resolution and conse-
quentially, analysing it, more features can be resolved than, for example,
for the trace depicted in Figure 3.8(a). For the further measurements is
chosen the bandpass filter with the FWHM of 10nm. Worth to mention,
that a small peak at the distance of 100µm at the trace is present due to
steep edges of the filtered spectrum.
Figure 3.9 represents two measurements made under different excita-
tion conditions. Figure 3.9 (a) shows an example of the visibility trace
measured with 10nm bandpass filter and a time delay step of 0.003ps
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without HOM being excited, while Figure 3.9(b) demonstrates the results
of measurement when in the test arm is excited LP11 with the efficiency
conversion of -12dB (depicted as a pink line in Figure 3.6(a)). Two peaks
at the trace in Figure 3.9(b) correspond to the FM and LP11 delayed by
0.22ps.
Obtained results shows, that a general information about propagating
fibre modes, like their quantity and intermodal delays, can be evaluated
based on the visibility. It worth mentioning, that the relative power of
LP11 and its conversion efficiency were not in the perfect agreement.
Therefore, an additional investigation of a correlation between a relative
modal power and a peak amplitude at the visibility trace is required.
Despite of this, the visibility allowed to investigate an important depen-
dency of the C2 temporal resolution on the bandwidth of the input light
source. Further in a research for the C2 trace determination is mainly
used an approach described in Ref.[7, 93].
3.2.2 Flexible C2 imaging
Description of approach for the flexible C2 imaging
Dispersion has a crucial importance for the temporal resolution of all
interferometric imaging techniques, especially when broadband sources
are used as input light sources. It arises from the dependence of the prop-
agation constant on the frequency when light propagates in a dispersive
medium, as a fiber. An important aspect of C2 imaging is the ability to
balance dispersion, minimizing its influence on results of measurements.
It is achieved by the careful matching of the reference fiber and the FUT
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where Lr and L are the lengths of the reference fibre and the FUT, β
(2)
r
and β (2)m are the second-order coefficients of a Taylor expansion of the
mode propagation constant β around the central frequency ω0. It is
worth mentioning that the group-velocity dispersion (GVD) is precisely
matched for the FM in the FUT, while HOMs are still affected by the
residual dispersion that leads to broadening of the modal peaks at the
C2 imaging trace. Another important parameter that has to be taken into
account is the spectral bandwidth of the input light source. To reach a
high temporal resolution for C2 imaging an optimal spectral width of the
light source has to be chosen.
As it was described previously, Eq. (3.14-3.15) shows the correlation
between the C2 trace appearance and the group-delay dispersion ∆φmr(Ω)
as well as the input spectrum S(Ω). The last two parameters determine
the temporal resolution of the cross-correlation trace.
When the influence of dispersion is minimized (∆φmr ≈ 0) the tem-
poral resolution of the system is mainly governed by the coherence time
of the light source ∆τcoherFWHM = 8 · ln(2)/∆Ω, where ∆Ω is the FWHM of
the input pulse and ∆τFWHM is the FWHM of the interference peak at
the imaging trace. In this case, an increase of the spectral bandwidth
for the seed source allows to obtain a better temporal resolution. On the
other hand, if the interferometer is not balanced and the residual GVD
is large, the temporal resolution is affected by dispersive broadening
∆τdispFWHM = ∆φmr(Ω) ·∆Ω and increase of the spectral bandwidth causes
degradation of the resolution. However, to cancel dispersion completely
for all modes simultaneously is impossible, consequently a compromise
between the residual dispersion and a spectrum width has to be found.
Furthermore, between the spectral shape and the shape of the C2 imag-
ing trace exists a direct dependence as well. The smooth bell-shaped
(Gaussian shape) spectrum leads to the smooth cross-correlation trace,
while the steep edges in the spectrum, for example, caused by implemen-
tation of a bandpass filter result in artefacts at the imaging trace around
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interference peaks that affects the data analysis. Therefore, deliberate
selection of an appropriate bandwidth of the seed source and the set-up
components are a high concern for the C2 imaging technique.
The scheme of the set-up for the flexible cross-correlated imaging
is shown in Figure 3.10. As a light source we used the supercontin-
uum laser SuperK EXTREME, the output of which was filtered by a
multi-line tunable filter SuperK Select, both produced by NKT Photonics.
SuperK EXTREME emits light within the range of wavelengths from
400nm to 2400nm, while SuperK Select scans along the near infrared
wavelengths from 800nm to 1400nm with filter bandwidth of approxi-
mately 7.23nm. An aforesaid spectral width corresponds to one excited
channel of SuperK Select or in other words, one excited beam with a
central wavelength deliberately chosen along the range of scanned wave-
lengths. The measured spectrum of one beam at the central wavelength
of 1050nm is depicted in Figure 3.11 and has a characteristic sinc-shape.
SuperK Select and SuperK EXTREME are independent products of NKT
Photonics and additional information can be found in [72, 73, 71]. The
principle of operation of SuperK EXTREME is based on a supercontinua
generation that is formed when a photonic crystal fibre is pumped by a ps
1064nm laser at wavelength close to zero dispersion wavelength, while
Super Select is an acousto-optic tunable filter, principle of operation of
which is based on an acousto-optic diffraction in an optically anisotropic
medium.
One of the powerful features of SuperK Select in combination with
SuperK EXTREME is an opportunity to add up to 8 emitting channels
at the output increasing in this way the spectral bandwidth of the seed
source at the input of the C2 set-up. The power of each channel of SuperK
Select can be individually controlled and modified. In Figure 3.11, for
instance, the beam power was adjusted to 30% of the maximum power,
that results in the sidelobes suppression up to -10dB in comparison with
the main peak. Power modulation allows shaping of the input spectrum
















Fig. 3.10 A scheme of the set-up for the flexible C2 imaging. Here, L is
a lens, HWP - a half-wave plate, P - a polariser, BS - a beams splitter,
CCD - a camera.
in any desired way. The tunable spectral width together with adjustable
spectral shape, create a unique opportunity for optimization of the C2
imaging method making it a flexible diagnostic tool with a high degree of
variability of parameters that can easily be adjusted for the measurement
of fibres with particular designs.
Demonstration of the method
To demonstrate a flexibility and simplicity of the method is chosen a
standard step-index fiber SMF28 of 1m length as the FUT, that was
balanced by the same length of a single mode fiber 980HP (Nufern [68])
as a reference fiber. Operational wavelengths, chosen for the measure-
ment, are from 870nm to 1090nm. Current selection of wavelengths is
determined by an operational window of the set-up components. As it
was described previously, up to wavelength of 1300nm the FUT is con-
sidered as a few-mode fiber, where only the FM and the first HOM group
are supported. Numerical simulation confirms presence of two modal
groups along the entire range of wavelengths of interest. Dependence of
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the effective refractive indices for LP01 and LP11 versus wavelength is
shown in Figure 3.5.














The spectrum of SuperK filtered by SuperSELECT at 1050nm
Fig. 3.11 The output spectrum of SuperK filtered by SuperSELECT at
1050nm, when the only one channel is turned on.
To investigate an influence of the spectral shape and width on the
temporal resolution and appearance of the C2 imaging trace was per-
formed a set of measurements of SMF28 with diverse input spectra from
the seed source. Combinations of the merged input beams and their total
FWHM are presented in Table 3.1.
Table 3.1 Combination of beams from SuperSELECT used in the mea-
surements.
Number Wavelengths, nm Spectral
of beams width, nm
1 1050 7.23
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Thus, spectra created from 1, 2, 3,5 and 8 beams were used. Figure
3.12(a) demonstrates selected spectra taken at the wavelength of 1050nm.
Wavelength of the characteristic peak at 1064nm corresponds to the
wavelength of the laser pump. Spectra, that include the wavelength of
the pump peak, can be affected by its power, but when the level of the
pump peak is sufficiently suppressed it does not corrupt the shape of the
total spectrum and hence it does not affect the imaging trace. It is also
worth taking into account that excitation of the beams in close proximity
to each other (less than 4nm between channels) especially close to
the pump peak wavelength introduces noise between the channels that
originated from the RF signal from the RF drive that powers SuperSelect.
The noise is clearly seen at the spectrum of 8 beams at 1050nm [Figure
3.12(b)]. Moving to the shorter wavelengths the influence of the pump
peak as well as fluctuation in the spectrum is reduced, for example, the
same beam combination at 890nm [Figure 3.12(b)] experiences lower
interaction noise between the channels than at 1050nm.
(a) (b) 
870           880                890                900             910 
Wavelength, nm 
Spectra with different bandwidths centered at 890nm Spectra with different bandwidths centered at 1050nm 





























Fig. 3.12 The output spectrum of SuperK filtered by SuperSELECT with
different FWHM centered at 1050nm (a) and 890nm (b).
During the experiments the input spectral width was varied from
7.23nm to 28.25nm. Dependence of the temporal resolution on the spec-
tral width is presented in Figure 3.13. Here the blue curve corresponds to
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the calculated values and the red one to the temporal resolution obtained
during the measurements as a full-width half maximum of the interfer-
ence peak for LP01 at the C2 trace. For the input spectrum merged from
8 beams the measured temporal resolution is 0.15ps and the calculated
value is 0.154ps, while for the spectrum of 1 beam, presented in Figure
3.11, the predicted value is 0.465ps and the measured is 0.47ps. In
Figure 3.14 two C2 imaging traces are depicted measured at 1050nm
with the highest and the lowest temporal resolution.
An example of the spectral shape influence on the C2 trace appear-
ance is shown in Figure 3.15, where the input spectrum was combined
from 2 channels with spectra centred at the wavelengths of 1040nm
and 1050nm. Individual spectra of each channel resembles in the shape
the spectrum depicted in Figure 3.11, while the spectral shape of two
combined channels with separation of 10nm is shown as inset in Figure
3.15. Due to the split shape of the resultant spectrum of the two joined
channels, the interference peaks acquire characteristic sinc-shape with
strong undesirable sidelobes. Consequently, the the combined spectrum
from channels with separation of the central wavelengths larger than the
FWHM of the single channel, here more than 7nm, results in artefacts on
the imaging trace in the form of the sidelobes around each interference
peak.
During the measurements the delay line was programmed to scan
with an increment of 5µm that corresponds to 16fs of the time delay
along 1mm distance. Such incremental step and scanning distance allow
us to resolve LP01 and LP11 at the C2 trace along the entire range of
chosen wavelengths and for the all selected spectra. The first order
HOM is excited in the FUT by positioning the input beam relative to the
fiber core, so the input coupling condition is changed and light power is
distributed between the FM and the HOMs. At the beginning two modes
were detected at 1050nm with the modal power close to 60% and 40%
corresponding to LP01 and LP11 [Figure 3.14]. Detected modal power
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Fig. 3.13 Temporal resolution governed by dispersive broadening and co-
herence time as function of the FWHM of spectrum at the wavelength of
1050nm. By green line is depicted total numerically calculated resolution
of the set-up. By the red dots are marked the measured values.
demonstrates one of the advantages of the C2 imaging method to reveal
the modes with equal or close to equal modal power.The positions of the
peaks on the trace specify the temporal delay of HOM with respect to
the FM. At wavelength of 1050nm measured the DTD between modes
is -2ps/m, while the predicted value is -1.92ps/m. At the range of
wavelengths from 870nm and up to its cutoff, LP11 propagates faster than
LP01 due to higher group velocity, and during the measurements it comes
out as a first arriving mode at the C2 trace. Expected turn around point
in the group velocities of the modes is around 870nm. To investigate
modal behaviour at shorter wavelength tuned input spectrum merged of
8 channels were implemented further for the C2 characterization of the
fibre modal content.
3.2 Experimental results 51




















C2 traces measured with spectral widths 
of 7.23nm and 28.25nm at 1050nm
7.23nm
28.25nm
Fig. 3.14 Comparison of the C2 traces measured with the spectral band-
widths of 7.23nm (blue line) and 28.25nm (red line) at the wavelength
of 1050nm.





















Measured and calculated C2 trace for the spectrum 
       combined from 2 beams at 1040nm and 1050nm        












Fig. 3.15 The measured C2 trace for the spectrum combined with 2
beams at the central wavelengths of 1040nm and 1050nm. At the inset
is depicted the input spectrum.
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3.2.3 Characterisation of a step-index fibre (SMF28)
by the flexible C2 imaging
As it was shown in the previous section an unique feature of the set-up
for the flexible cross-correlated imaging is an opportunity to perform
measurements at any desired wavelength from 870nm to 1090nm due to
implementation of the broadband light source (SuperK) in combination
with the tunable filter (SuperSELECT). The 8-beams spectrum described
in Table 3.1 with power in each channel 60%-80%-100%-90%-90%-
70%-50%-30% and shown in [Figure 3.12(a)] as a green curve is trans-
lated to central wavelengths 870nm, 930nm, 970nm, 1030nm, 1050nm
and 1090nm and used for estimation of the SMF28 modal contents.
From the C2 traces recorded at the aforesaid wavelengths is extracted the
DTD between LP01 and LP11 that is presented in Figure 5.8 as a function
of wavelength.























Measured and calculated differential
 time delay between LP01 and LP11.  
Theoretical prediction
Measured
Fig. 3.16 Calculated and measured DTD between LP01 and LP11 propa-
gating in the FUT.
Red curve is a calculated estimation, while blue dots are the measured
data. As it can be seen, experimental and measured values are in a good
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C2 trace measured at 890nm 
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C2 trace measured at 870nm 
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Fig. 3.17 The C2 trace recorded at the central wavelength of 890nm (a)
with spectral widths of 7.23nm (blue line) and 28.25nm (red line) and
870nm (b) with spectral width of 28.25nm (red line). As wavelength
varied the relative modal power is maintained to be kept constant. Insets
on the right side represent reconstructed modal intensity profiles of LP01
and LP11 at the maxima of the interference peaks and corresponding
phase distributions zoomed in the area of interest.
agreement. It is noticeable how the DTD between two modes decreases
approaching zero value at wavelength close to 870nm. Down to 930nm
an intermodal time delay between detected modes is large enough to
resolve them even with the smallest input spectrum bandwidth of 7.23nm,
while approaching the turn-around point it is beneficial to increase the
temporal resolution of the system to the maximum using the widest
bandwidth of 28.25nm. The imaging traces taken for the two extreme
bandwidths of the input spectrum at the central wavelength of 890nm are
demonstrated in [Figure 3.17(a)]. The recorded C2 trace with a narrow
input spectrum of 7.23nm, that consists of 1 beam, has lower temporal
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resolution and at 890nm it is already impossible to resolve modes, since
they coincide with one another [blue curve in Figure 3.17(a)].
The temporal resolution improvement of the imaging trace is reached
by implementation of the input spectrum with a wider spectral bandwidth
of 28.25nm. Measurement of the C2 trace with 8 merged channels men-
tioned in Table 3.1 at 890nm gives clear identification of the propagating
LP01 and LP11 modes. Moreover, the intensity profiles and the spatial
phase profiles are extracted and depicted at the insets. LP01 has a charac-
teristic flat phase distribution, while between the lobes of LP11 there is
change close to π in the phase. Abrupt jump of 2π at the reconstructed
phase distribution of LP11 at wavelength of 870nm is an artefact that
appears due to the poor interferogram quality at that wavelength, since
it is the edge of the operational window of the input fibre coupler, and
the beams intensity distribution and power from the reference and the
sampling arms are not the same.
With the optimized configuration of the set-up and the reached tem-
poral resolution of 0.15ps we are able to resolve propagating modes at
the wavelength of 870nm close to their turn around point. The cross-
correlated trace recorded at 870nm is presented in [Figure 3.17(b)]. Here
LP11 appears as a superimposed shoulder on LP01. Two modes coincide
with each other, nevertheless they can be decomposed. Intensity and
phase profiles are depicted as the insets in [Figure 3.17(b)]. The sharp
edge in the lower part of the extracted phase distribution of LP11 appears
due to the error in the phase unwrapping. LP11 remains the fastest mode
at the imaging trace at 870nm and still possesses higher group velocity
than LP01. The relative time delay between modes is -0.15ps. Results
of the measurement show that the turn around wavelength for LP01 and
LP11 in the SMF28 is lower than the calculated value. However, restric-
tion of the operational wavelength window of the components in the
C2 set-up does not permit to go below 870nm. At the same time, the
results of the C2 imaging performed at wavelength of 850nm, described
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in Section 3.2.1, shows that LP01 in the C2 trace is already faster than
LP11. Therefore it could be assumed, that a crossing point for modes
is around wavelength of 860nm. It has to be noted that the reference
fibre at wavelengths shorter than 920±30nm also support HOMs, but
any influence from them on the results of the measurements was not
noticed.
3.2.4 Characterisation of fibres with advanced design
by the C2 imaging technique
In Section 2.5 was already briefly discussed a solid-core PCF. That
type of fibres can be used as a key element for fibre-based lasers and
amplifiers, development of which had been boosted after demonstration
of a double clad approch [98]. The principle is based on design of the
fibre with an inner and outer cladding, where pump light is coupled into
the inner cladding, while the signal is coupled into the doped by the
active materials (rare-earth dopants) fibre core. The energy of the pump
is absorbed by an active material in the core that causes amplification of
the propagating signal [47, 82]. One of the main limitations of the fibre
laser systems is non-linear effects in a fibre that arises from interaction
of high intensity light with a material. A common approach for reduction
of the impact of high power intensities is an enlargement of the fibre
core diameter. At the same time, it leads to appearance of HOMs in
a fibre. However, while the refractive index contrast between the core
and cladding is maintained small, a fibre will be still operating in a
single-mode regime. As it was overviewed in Section 2.5 by adjusting
the cladding parameters of a solid-core PCF one can design a large-mode
area (LMA) PCF, operating in a single-mode (SM) regime over a definite
range of wavelengths. To minimize influence of bending on the guided
modes of large areas, the fibre has to be kept straight. An example, of
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such design is AeroGAIN ROD fibre [74], experimental characteristic
of which is under focus in this Section.
Physical parameters of the rod fibre
A microscope picture of the rod fibre cross-section is presented in Figure
3.18. AeroGAIN ROD fibre is a special type of LMA fibre known
as a distributed mode filtering (DMF) rod fiber [74, 4, 48]. Due to
unique design of the DMF rod fibre it has three regimes of operation:
single mode (SM), multimode (MM) and leaky mode (LM) regime
over a specific range of wavelengths. To ensure the single mode (SM)
operation, in the cladding are introduced additionally doped multiple
spatially localized elements arranged in a honeycomb-type of lattice [4],
that are utilized as resonators to trap and confine the HOMs providing
the SM operation over a certain range of wavelengths. While resonators
maintain HOMs filtered out of the core, the air holes in the cladding
allow to compensate uncertainties in the refractive indices of the core and
cladding introduced during manufacturing. The geometrical parameters
of the rod fibre are denoted in Table 3.2.
Fig. 3.18 The microscope image of the distributed modal filtering (DMF)
rod fibre.
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Table 3.2 The geometrical parameters of DMF rod fibre.
Dimensions




When the rod fibre operates in the SM regime, the HOMs are leaking
to the cladding, while the FM is confined by the core and propagates
within it with a large fraction of the modal power. The rod is considered
to be a single mode, when the fraction of power of the FM in the core
exceeds 80%, while the fraction of the HOMs power is less than 50%.
The DMF rod fibre becomes slightly multimode for wavelengths longer
than the SM bandwidth, where the overlap of the HOM with the core
gradually increases. On the other hand, for wavelengths shorter than
the SM bandwidth, there is a small range of wavelengths where the FM
experiences a drop in the power, due to coupling to the resonators in the
inner cladding structure (LM regime). The aim of the current section
is to demonstrate an advantage of the flexible cross-correlated method
to distinguish all three operational regimes of the DMF rod fibre and
the opportunity to tune the system in a desired manner according to the
specific fiber design.
Measurement of the rod fibre with the flexible cross-correlated
method
Investigation of modal regimes of the DMF rod fiber with the C2 method
was already performed by Laurila et al. in Ref.[52]. However, due to a
light source, that was applied during the measurements, fixed at 1050nm,
wavelength tuning was achieved by an angle-tunable bandpass filter,
limiting flexibility of the modal analysis. As it was described in the
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previous section, due to a tunable source, than can scan along a larger
range of wavelengths, and opportunity to adjust the input spectrum shape
and width, it is possible to reach much better flexibility for the analysis
of all 3 regimes of operation of the DMF rod fibre. However, in the
case of the rod fibre is very important to chose an optimal bandwidth
and a spectral shape of the seed source to obtain a smooth C2 trace
and still to be able to resolve modes with a small intermodal delays.
Otherwise, an overlap in wavelengths of the spectrum with the MM or
LM regimes would affect results of measurements due to the HOMs,
that originate from the MM or LM wavelength ranges. The DMF rod
fibre under test is manufactured to be a single mode around 1064nm
with a presumptive SM wavelength range from 1050nm to 1070nm. To
derive an optimal condition for the rod fibre characterization an influence
of the input spectral width on the temporal resolution and an overlap
of the chosen spectra with LM and MM regimes were investigated.
Figure 3.19 shows the input spectra merged from 1,3,5 and 7 beams
at the central wavelength of 1060nm in a way as it was previously
described in Section 3.2.2. Table 3.3 represents a relation between an
input spectral bandwidth and corresponding temporal resolution of the
C2 trace, measured as FWHM of the peak. The schematic representation
of the set-up is depicted in Figure 3.10 and as reference fibre is used
a single-mode fibre 980-HP. During the measurement coupling was
optimized for the FM, peak of which at the C2 trace was normalized to
the unity. At all C2 traces is detected a HOM, that corresponds to LP02
, suppressed more than -20dB relative to the FM. The power level of
the central beam is 50% of the total power, while the side beams were
radiated with 25% of the power. In Figure 3.19 at the wavelength of
1064nm is clearly seen the characteristic peak, that corresponds to the
pump. Its amplitude can be manually reduced by controlling the power
level of beams excited at 1064nm or in close proximity to the aforesaid
wavelength. From Table 3.3, it can be seen that with increase of the
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Table 3.3 The dependence of the temporal resolution on the spectrum
bandwidth for DMF rod fibre.





spectral bandwidth, the temporal resolution of the C2 trace improves.
Nevertheless, the best temporal resolution is achieved for the spectral
bandwidth of 24.86nm, it was discarded due to the largest overlap outside
the SM regime. The spectral bandwidth of 9.79nm was rejected due
to the lowest temporal resolution. Among two other bandwidths of
19.69nm and 21.03nm, the former results in the lowest suppression of
LP02, that is close to -26dB. By this reason, all measurements along
wavelength were performed with the spectral bandwidth of 19.69nm. A
change of the chosen spectrum shape from 1040nm to 1090nm is shown
in Figure 3.20. Being smooth at the shorter and longer wavelengths, the
shape of the spectrum experiences alteration approaching the wavelength
of 1064nm. Therefore, it is expected that aforesaid effect might have
influence on the temporal resolution of a C2 trace at 1064±5nm. It is
also worth to mention, that the level of the beam power radiated around
the pump peak wavelength was not controlled and kept 25% during all
measurements.
An evaluation of the modal content of the rod fibre are performed
as a set of C2 measurements at a range of wavelengths from 1050nm to
1090nm (with a variable step from 1 to 5nm) with the aforesaid chosen
spectrum bandwidth of 19.69nm. Based on the measurements, the SM
regime of operation is determined from the most offset that was intro-
duced during different measurements and established at a wavelength
range, where the power of HOMs is suppressed more than -20dB relative
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Fig. 3.19 The spectra of the SuperK measured at the central wavelength
of 1060nm and combined from 1,3,5 and 7 beams for characterisation of









Fig. 3.20 The evolution of the spectrum merged from 3 beams along the
wavelength range of the interest.




Fig. 3.21 A spectrogram of the intermodal time delay depending on
wavelength. Every horizontal line on the spectrogram corresponds to a
C2 measurement with the spectrum centred at a specific wavelength.
to the FM. Figure 3.21 depicts a spectrogram of the intermodal group
delay dependence on wavelength, when a certain offset was introduced
to excite LP02-like mode in the region of the LM regime. According
to the spectrogram depicted in Figure 3.21 the SM regime is present
at wavelengths from approximately 1064nm to 1078nm. However, the
ranges of the SM regime are dependent on an amount of an introduced
offset and can be underestimated due to the influence of the spectral
overlap with the MM and LM regimes. As it was expected, close to
wavelength of 1064nm the temporal resolution is slightly lower, that
leads to broadening of the peaks at the C2 trace and probably to an
additional temporal overlap between modes.




Fig. 3.22 The C2 traces measured at (a) 1064nm, (b) 1070nm and (c)
1080nm and corresponding reconstructed intensity and phase distribu-
tions of the propagating HOMs.
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Fig. 3.23 The variation of the modal power for LP02 and LP11 along a
range of the scanned wavelengths from 1050nm to 1090nm.
Examples of the reconstructed C2 traces at wavelength 1064nm,1070nm
and 1080nm are shown in Figure 3.22(a),(b) and (c). The chosen wave-
lengths correspond to a border between the LM and SM regimes, a
middle of the SM regime and a border between the SM and MM regimes.
Nevertheless the shape of spectrum experiences influence from the char-
acteristic pump peak at wavelength of 1064nm ( turquoise curve in
Figure 3.20), the shape of the C2 trace and the reconstruction of modes
remain unaffected [Figure 3.22(a)]. Another peculiar feature, that is
worth to mention, is LP02-like mode, which is supported by the rod fibre
from 1050nm to 1064nm. Its reconstructed phase and intensity distribu-
tions are depicted in the inset of Figure 3.22(a). Modal reconstruction
within the SM regime is not straightforward, since it resembles the mix-
ture of two modes: LP02 and LP11. Approaching the MM regime the
reconstruction of HOM becomes more distinct, resembling LP11 from
the wavelength of 1078nm.
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The modal power variation along the scanned wavelength range from
1050nm to 1090nm is shown in Figure 3.23. By the blue and red dots are
marked the measured values, while the red curves represent the shape
preserving interpolation. Modal power of LP11 gradually increases and
exceeds -20dB at wavelength longer than 1080nm. For LP02 at a range
of wavelengths from 1060nm to 1064nm occurs a growth of power,
origin of which is hard to determine. It may originate in the additional
temporal overlap of the modes due to a change of the spectral shape in a
close proximity of the pump wavelength as well as being intrinsic fibre
property.
According to the original C2 method [7], a power of mode is deter-




≪ t ≪ 1
∆ω
(3.26)
Since each measurement was performed with a time delay step close
to the upper range of time delays considered by Eq.(3.26) and an in-
fluence of the dispersion broadening is minimized, modal powers are
detected as the peak values picked up from the C2 trace.
To verify the results of the C2 measurement, a model of the DMF
rod fibre was made.
Modelling of the DMF rod fibre
The simulation is performed in COMSOL (Appendix A) for a quarter of
the fibre cross-section [Figure 3.24] in accordance with a model made by
Jørgensen et al. in Ref.[48]. The next boundary conditions are applied to
get a full set of modes: to the vertical and horizontal axes - a combination
of the prefect electric contour and perfect magnetic contour to get a set
of the symmetrical modes; or one of these conditions to each axis to
obtain a set of the asymmetrical modes; for the outer boundary is used
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the scattering boundary condition. The core is built as a quadrilateral
surrounded by the inner cladding with introduced air holes of diameter
dair−holes separated by the pitch Λ and germanium-doped rings with
diameter dGe. All modes are confined to the inner cladding by the air
cladding, represented here as a air ring. One of the advantages of the
DMF rod fibre is ability to tune the uncertainties of the core refractive
index during the fabrication by varying the diameters of the air holes
and the Ge-doped rings. The results of modelling, presented here, are
obtained for dair−holes/Λ= 0.095 and the pitch Λ= 15.58µm. The both
values are in disagreement with the fibre specification parameters and







Fig. 3.24 The model of the distributed modal filtering (DMF) rod fibre.
According to the results of the rod fibre measurement the SM regime
starts from approximately 1064nm and stretches to approximately 1080nm.
The SM regime, obtained during the simulation, corresponds to a wave-
length range from 1058nm to 1070nm. Edges of the SM regime are
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Fig. 3.25 The simulates fraction of the modal powers in the DMF rod
fibre for the strongest propagating modes.
3 1,4 2 5 
Fig. 3.26 The simulates distributions of the electric field for the strongest
propagating modes at 1010nm,1050nm and 1080nm.
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c 
Fig. 3.27 The distribution of the refractive indices of the FM and the first
2 groups of HOMs in the DMF rod fibre.
determined by the fraction of the HOM power in the core lower than 50%
and the FM power higher than 80%. Following to the model the main
mode that limits the wavelength range of the SM regime from shorter
wavelengths is LP02, while from the longer wavelengths it is LP11. The
distribution of the fraction of modal power in the core depending on
wavelength is depicted in Figure 3.25. It is obvious, that within the
MM regime propagate LP11b and LP11c-like modes, while within the
LM regime in the rod fibre are supported LP11a and LP02-like modes.
Figure 3.26 shows the electrical fields distribution of the modes LP11a at
1010nm (position 1 in Figure 3.25), LP02 and LP01 at 1050nm (positions
3 and 2 in Figure 3.25), and LP11b and LP11c at 1080nm (positions 5 and
4 in Figure 3.25). Since LP11a at 1010nm and LP11b at 1080nm have
the same electrical field distributions and reduction of the fraction of
modal power approaching 1050nm, it can be conclude that it is the same
mode, which within the SM regime are delocalized and captured by the
resonators (Ge doped elements) in the inner cladding.
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The distribution of the refractive indices depending on wavelength
for the FM and the first 2 groups of HOMs is shown in Figure 3.27. A
region of the gray dots corresponds to a continuum of the modes in the
Ge-doped elements. When a phase of mode from resonators is matched
with a phase of the core mode, they are coupled filtering a mode out of
the core. An example of such coupling is LP11c mode [ Figure 3.27, red
dots], that is captured within continuum of the resonators modes.
Numerically calculated values of the effective refractive indices of
the propagating modes are used to determine the DTDs according to
Eq. (3.24). Comparison of the numerically and experimentally obtained
DTDs is presented in Figure 3.28, where measured values are marked
by the dots and numerical values are solid curves. Since LP11a was not
noticed during the C2 measurement, it was not taken into consideration
during the calculation of the intemodal time delays. From Figure 3.28
a good agreement for LP11 in the MM regime is observed. However,
the simulated and experimentally measured DTDs for LP02 are in close
proximity only for a quadratic fit of the simulated curve.
Since the model is made to fit a measured range of wavelengths
for the SM regime, that can be underestimate, a slight disagreement
between simulation and experimental results is expected. The width of
the wavelength range where the rod fibre is considered single mode, as
it was discussed previously, could be affected by the overlap of the input
spectrum with the MM or LM regimes during the measurement. Also
the introduced strong offset coupling could have influence and reduce
the width of the SM regime. Another unavoidable factor is uncertainties
in the refractive indices of the core and cladding during a production.
As it was mentioned by Jørgensen et al. in Ref.[48], a lower refractive
index of the core shift the SM regime to longer wavelengths, while a
higher values introduce a blueshift of the SM wavelengths. At the same
time even a small increase in a pitch of the inner cladding can cause the
redshift of the SM regime.
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Fig. 3.28 The model of the distributed modal filtering (DMF) rod fibre.
As a conclusion, in this Section was demonstrated an unique ability
of the flexible cross-correlated imaging to evaluate a behaviour of modes
in a fibre by a spectrogram approach. One of the peculiar features
of the set-up is an ultimate tunability in wavelength, bandwidth and
spectral shape. Being exceptionally adjustable the system allows to
tune an input spectral shape and bandwidth to scan along a wide range
of wavelengths. For the DMF rod fibre was chosen a spectral width of
19.69nm, that results in the temporal resolution of 0.56ps. A spectrogram
of the intermodal time delays against wavelength resolves all 3 regimes
of the rod fibre operation, which is a noteworthy advantage of the flexible
C2 method. However, a special attention should be paid to a spectral
shape at wavelengths close to 1064nm, that corresponds to the pump
wavelength, since the strong pump peak at 1064nm affects the shape
of the spectrum. Also at the shorter wavelengths the input spectrum is
smoother than at the longer wavelengths due to reduced noise introduced
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by the RF signal from SuperSelect. Therefore, if it is possible, better to
avoid the C2 measurements at wavelength of 1064±5nm.
Following the results of measurement, the C2 trace and the modal
detection are slightly affected by the aforementioned features. The
reduction of the temporal resolution is detected around 1064nm, that
may lead to an increase of modal power of LP02 supported within the
LM regime. The propagation of LP02 itself within a wide range of
shorter wavelengths is not common for that type of fibre and could
be caused by a strong misalignment of the coupling. Reconstruction
of the modes with 2D Fourier filtering demonstrates an opportunity to
extract an intensity and a phase distribution of the modes from a single
interferogram. However, the current way of reconstruction magnifies the
level of the modal intensity distribution and consequently gives a higher
MPI values for the mode. Therefore, the modal power was detected from
the C2 traces as a peak values. On the other hand, the chosen step of
the time delay at the delay line during the measurements and reduced
dispersion broadening allow to consider the effect of averaging over time
delays determined in the original method negligible.
3.2.5 Verification of the C2 stability and reliability
Measurement of a polarization maintaining fibre at wave-
lengths close to cutoff
For an evaluation of the C2 set-up sensitivity and repeatability were
carried out a number of measurements for detecting modes of small
power (approximately 20dB or more of suppression corresponding to the
FM) for a fibre, a cutoff wavelength of which is known in advance. As
the FUT was chosen a polarisation maintaining (PM) germanium doped
step-index fibre (SC-250/14-PM-GE manufactured by NKT Photonics).
A core diameter of the fibre is 14µm, a cladding diameter is 250µm, an
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average mode field diameter (MFD) is approximately 14.7µm. At the
beginning the effective cutoff wavelength was measured by a modified
version of a bend reference technique [31, 28] and afterwards by the C2
method.
Procedure of the original bend reference method is based on a com-
parison of fibre transmissions. First, a white light source is coupled to a
straight fibre and its transmission is measured. Afterwards, the FUT is
bent with a curvature radius of 124cm and the output power is measured
again. With every measurement the curvature radius of bend decreases
without any changes in the input coupling condition. As a result, a
difference in transmissions between the straight and bent fibre is derived
and an effective cutoff wavelength is determined as a long wavelength, at
which the attenuation edge is greater than the long wavelength baseline
by 0.1 dB [Figure 3.29- 3.30]. One of the criteria of the single-mode
operation is suppression of the first HOM (LP11) to more than 19.3 dB
for a 28-cm coil. The procedure for the modified version of measurement
is similar, only the curvature radiuses differ. For example, a condition,
that corresponds to the 28-cm coil bend for the modified measurement is
preserved under the bend marked as "31cm Table30" in Figure 3.29 and
depicted by a blue curve. Its transmission power alone is presented in
Figure 3.30. According to the bend reference cutoff measurement, when
light is coupled to the fast polarization axis of the FUT, LP11 experiences
cutoff within the wavelength range from 1035nm to 1045nm.
To verify the cutoff wavelength, the FUT is scanned by the C2 method
along wavelengths from 1000nm to 1045nm with a step of 5nm and an
input spectrum bandwidth of approximately 7.23µm (1 beam with 30%
of power). A configuration of the set-up is similar to Figure 3.10, where
as a FUT is used 1m of SC-250-14-PM-Ge fiber. To couple light into the
fast axis of the fibre an additional polariser, is inserted before the FUT.
An input coupling is offset to insure the propagation of LP11 mode along
a scanning wavelength range. The resultant spectrogram of the C2 scan,
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Fig. 3.29 Modal properties test of SC-250-14-PM-Ge fibre.
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Fig. 3.30 The transmission power measured for a condition that cor-
responds to a 28cm coil. A cutoff is determined as an intersection of
the long wavelength edge and the reference level of 0.1dB, marker as a
dashed red line.

























Fig. 3.31 (a) A spectrogram of intemodal time delay depending on
wavelength for the FUT. (b) The reconstructed intensity and phase distri-
butions of the LP11 at 1000nm and 1040nm. (c) Dependence of the DTD
between LP01 and LP11 on wavelength. (d) The variation of the modal
power of LP11 along wavelengths.
presented in Figure 3.31(a), demonstrates the presence of LP11 at shorter
wavelengths and its cutoff approaching 1030nm. Figure 3.31(b) shows
the reconstructed intensity and phase distributions of LP11 at wavelengths
of 1000nm and 1040nm. Moving from shorter to longer wavelengths
the DTD between modes increases as it is shown in Figure 3.31(c). A
change of the relative power of LP11 with wavelength is demonstrated in
Figure 3.31(d).
From Figure 3.31 it can be seen, that results obtained by the C2
methods confirm the cutoff of LP11 within wavelengths from 1035nm to
1045nm. However, a precise position of the cutoff wavelength is difficult




Fig. 3.32 (a) A spectrogram of LP11 for the 10 measurements at 1029nm
and (b) at 1040nm with a slight offset , (c) at 1040nm with an improved
coupling. Graphs from a side depicts a spread of modal power. By the
red dashed line is marked the average modal power.
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to determine, since the modal power of LP11 diminishes not gradually.
To investigate the accuracy and repeatability of modal detection by
the C2 method is performed a set of measurements at wavelengths of
1040nm and 1029nm. Figure 3.32 (a) demonstrates a spectrogram for 10
repeated measurements at wavelength of 1029nm with the same input
coupling condition as for the wavelength spectrogram, when LP11 was
deliberately excited in the FUT. A corresponding deviation of the modal
power in depicted in a figure from a side of the spectrogram. A range
of power deviation, determined as a difference between the maximum
and minimum detected values, is 2.39dB. An average modal power is
-12.53dB and the corresponding standard deviation is 0.712dB. From
the spectrogram it can be observed that a measurement number 5 differs
from other within a set and has a non-characteristic jump in power around
0.6ps at the C2 trace. Generally, an interferometric set-up is sensitive to a
change of the ambient surroundings and most probably this measurement
was corrupted during the experiment. Excluding that measurement from
the set, the average power becomes -12.7dB and the standard deviation is
0.464dB. Figure 3.32 (b) demonstrates a spectrogram obtained under the
same coupling condition at wavelength of 1040nm. A measured spread
of powers is 2.6dB with a mean value of -19.06dB and the standard
deviation is 0.606dB. For the improved coupling condition [Figure 3.32
(c)] an average power of LP11 in the fibre decreased to -25.9dB, however,
the range of deviation increased to 3dB and the standard deviation is
0.865dB.
A deviation of the detected modal powers establishes an evidence
of the larger detection error for the modes of smaller power. If one
excludes the 5th strongly deviating measurement from the spectrogram
in Figure 3.32 (a), a tendency becomes more clear, definitely showing
a better reliability in detection of stronger modes. In the context of
the cutoff measurement the range of the cutoff wavelengths decreased
to approximately 5nm from 1040nm to 1045nm. For the more precis
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evaluation of the cutoff wavelength a larger amount of measurements
could be suggested, that is a quite time consuming. Therefore, the
flexible C2 imaging method is a valuable tool that allows to get a detailed
insight into a general behaviour of the modes approaching the cutoff,
but one could find more suitable techniques for the cutoff wavelength
measurement.
Also, it should be mentioned, that the sensitivity and accuracy of the
set-up are lower than expected and can be improved by exclusion of the
main noise sources. First of all, the set-up can be additionally stabilized
during the measurement reducing an influence from surroundings. An
another option could be optimization of the equipment. In the case of
the current measurement the main error is brought by the low quantum
efficiency of the 12bit camera [76], which is less than 10% of the total
efficiency at the chosen wavelength range. Also during alignment an
appropriate attention was not paid to the spatial frequency of the fringes,
which was a bit lower than, for example, for the rod fibre measurements.
Introducing the larger angle between interfering beams and increasing the
spatial frequency one can get improvement in the modal reconstruction.
To verify the accuracy of the C2 set-up to determine an intermodal
time delay was performed a comparison of the method with another
imaging technique under the same measurement conditions, which is
described in details in the next section.
Comparison of the C2 and S2 imaging techniques
As it was mentioned in Section 2.7, among developed modal charac-
terisation techniques a spatially and spectrally resolved imaging (S2)
and cross-correlated imaging (C2) might be considered as the most ap-
plicable techniques for the fibre modal content evaluation. Until this
section all previously discussed results were focused on implementation
of the C2 technique and its advantages and disadvantages in estimation
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of the fibre modes characteristics. However, in the current section an
attention is manly paid to a comparison of the C2 technique with another
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Fig. 3.33 The scheme of (a) the original and (b) modified S2 set-up.
There are two approaches for the S2 imaging: original and modified.
The scheme of the original S2 set-up is depicted in Figure 3.33(a). Light
from a broadband source is coupled to the FUT, magnified output of
which is scanned over xy-plane by a pigtail fibre fixed at a motorized
stage. Afterwards, transmission spectra at all (x,y) points are collected
by the OSA. In the case of the modified S2 set-up [Figure 3.33(b)] a
scanning is performed along wavelengths by a sweep wavelength source
and a near-field picture of the fibre output is recorded at each scanning
wavelength by a camera. From a stack of images are derived transmission
spectra at all (x,y) points, whose are analysed in the same way as for the
original approach.
The S2 method is based on a principle of the spatial and spectral inter-
ference between modes propagating in a fibre. When two modes interact
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a characteristic interference pattern is observed in the near-field image,
as well as in a transmission spectrum, measured at the spatial point of
their interaction, due to the modal group delay difference. Measuring
the transmission spectra in each (x,y) point of the imaging plane and
applying the Fourier transform one can derive a S2 trace, which in anal-
ogy to a C2 trace, contains an information about a fibre modal content
as modal powers and differential time delays of the propagating modes.
According to the assumption made in Ref.[65] one of the propagating
modes has to be dominant, generally it is the FM, while the power in
other modes is small. Taking into consideration aforesaid assumption
the intensity of one mode can be represented through an intensity of the







where f is the ratio between an amplitude of the HOM at the char-
acteristic time delay τ = τm and the amplitude of the FM at τ = 0 in
the Fourier transform. From α(x,y) and It(x,y) (an integrated intensity
over all frequencies of the optical spectrum at a given (x,y) point) the








A proper comparison of the S2 and C2 can be achieved, if measure-
ments are performed under the same input conditions and suitable for
both techniques operational arrangement. Aforesaid requirements can
be fulfilled, when both set-ups share the same input light source. There-
fore, based on available equipment and mentioned earlier measurement
requirements, it was decided to compare the C2 method with the original
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S2 method and to combine two set-ups into the one in purpose to prevent



















Fig. 3.34 The scheme of the combined set-up for the C2 and S2 imaging.
Figure 3.34 shows a scheme of the combined set-up used to perform
the C2 and S2 measurements under the same coupling condition. As a
fibre under test is chosen a hollow core fibre, designed for the delivery of
ultrashort laser pulses of high powers, properties of which is described in
details by Michieletto in Ref.[59, 60]. The inset, inserted below the FUT,
demonstrates the profile of the hollow core PCF with 7 antiresonant
elements attached at the core-cladding interface. In the case, when the
C2 set-up has to be transformed to the S2 set-up the reference arm is
blocked and the beam splitter together with the camera are removed from
the set-up. The FUT output then is magnified at the pigtail fibre, fixed at
the motorized stage, that performs a two-spatial dimensional scanning.
The temporal resolution of the C2 trace depends on the dispersion broad-
ening in a fibre and reciprocally on the input spectrum bandwidth of the
seed source. Therefore, to reach a high temporal resolution for the C2
method, the FUT has to be balanced by a single mode fibre with the same
dispersive properties and the input light source spectrum has to be broad.
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Fig. 3.35 The spectra used in the measurement at the central wavelengths
of 980nm.
Simultaneously, a high temporal resolution for the S2 imaging is reached
by a deliberate choice of a spectral bandwidth and a finite resolution
of an OSA. Therefore, to satisfy both methods, the input spectrum is
chosen to be as wide as possible and still been able to preserve a smooth
shape of a C2 trace.
The input spectrum of SuperK filtered by SuperSELECT is merged
from 8 beams positioned at wavelengths of 968nm-972nm-976nm-980nm-
984nm-988nm-992nm-996nm with separation of 4nm and controlled
power of 25% for each beam. A choice of the central wavelength of the
spectrum is made based on a properties of the FUT, which experience
the lowest loss at the aforesaid wavelength. Considered input spectrum
is shown in Figure 3.35. Its bandwidth is approximately 33.71nm, that
in combination with the OSA resolution of 0.04nm allows to evaluate
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Fig. 3.36 A numerically calculated a time delay dependence on wave-
length for LP01, LP11a and LP11b modes in the FUT.
0 
0 
Fig. 3.37 The C2 trace for the measured FUT with an input spectrum
centred at the wavelengths of 980nm.
a range of time delays of approximately 20ps for the S2 set-up. The
length of the FUT is 2m and for the C2 measurement it is balanced by
the identical fibre of the similar length coiled with a diameter of 9cm,
which results in elimination of all present HOMs and improvement of




Fig. 3.38 The S2 trace for the measured FUT with an input spectrum
centred at the wavelengths of 980nm.
the temporal resolution that is 0.11ps for the FM, the highest achieved
for the current set-up. According to a numerically calculated dependence
of the modal time delay on wavelength [Figure 3.36] at wavelength of
980nm are expected the FM and two LP11 modes delayed corresponding
to the FM by 4.73ps and 4.94ps.
Initially, the measurement is performed by the C2 method, since it
takes a few minutes and afterward by the original S2 that takes a couple
of hours. The resultant C2 trace is depicted in Figure 3.37. It discovers
two HOMs at the time delays of approximately 5.26ps and 5.53ps with
relative powers of -13.5dB and -12dB corresponding. The reconstructed
intensity and phase distributions definitely demonstrate two LP11 modes
of the same geometrical direction. Subsequently, the S2 measurement is
conducted and the derived S2 trace is shown in Figure 3.38. It possesses
the same measurement results, revealing two HOMs delayed by 5.22ps
and 5.47ps corresponding to the FM. The extracted profiles of the modes
exhibit two LP11 of the similar intensity and phase distributions and
relative powers of -14.4dB and -11.4dB. Nevertheless, the measurement
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condition for the S2 method is optimal, but not outstanding, the demon-
strated results for both techniques exhibit a good agreement in the modal
content detection, time delays and relative powers.
Being independent imaging techniques, the C2 either the S2 has to
be chosen depending on the experimental requirements, since each of
them has its own advantages and disadvantages. To sum up, it could be
mentioned, that both of techniques are valuable and strong diagnostic
tools. However, despite being very sensitive in determination of the
modal power, the temporal resolution of the S2 technique is limited
by the resolution of OSA and are constrained by a requirement of the
dominant modes present in a fibre. To overcome the first limitation and
to be able to resolve small intermodal delays, a long section of fibre
has to be analysed. However, it is not always possible to achieve a
large difference in modal power for propagating modes, which makes
determination of MPI values unreliable. On the other hand, the C2 is
free of such constrains and can easily detects modes of equal power,
if a high temporal resolution of the system is reached. In this case, a
complication can arise from a lack of the suitable reference fibre. If
the residual dispersion of fibers in the both arms of the interferometer
is not balanced, increase of the spectal width would lead to a poor
temporal resolution. However, if a suitable fibre and a broad input
spectrum are used, the C2 could resolve small intermodal delays in a
short piece of a fibre. Characterisation of the long fibre lengths, on
the other hand, is not straightforward owing to a complicated set-up
alignment, since a difference in optical paths of the both interferometric
arms has to be in order of a micrometer for low coherent light sources.
The aforementioned features, as well as tedious and sometimes even
complicated alignment and sensitivity to the ambient medium of the
interferometric set-up, are disadvantages of the method.

Chapter 4
19-cell hollow core photonic
bandgap fiber
Conventional fibres guide light by total internal reflection, providing
transmission within a core of a higher refractive index. However, fibres
of advanced designs, like for example, photonic bandgap fibres (PBGFs),
can transmit light by a totally different mechanism, not inherent to con-
ventional fibres. HC PBGFs are designed as a regular periodic structure
of air holes in a cladding, maintained along the whole length of a fibre,
meanwhile a waveguiding air core is created as a defect in a structure by
removing a certain amount of central capillaries from a stacked preform.
A variety of the distinctive features intrinsic to HC PBGFs has led to
many advantageous applications in telecommunication, high pulse power
delivery and gas sensing [77]. Since light is predominantly guided in
the air core, HC PBGFs are expected to exhibit a low attenuation and
non-linearities compared to solid-core fibres. Nevertheless, the lowest
reported loss for HC PBGF is 1.2dB/km [84]. The loss mechanism of
HC PBGF originates in scattering on roughness of the glass surface and,
compared to the loss limit of the silica core fibre (∼ 0.15dB/km [50]),
there is a long way for improvement. One of the approaches for the
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loss reduction and enhancement of the confinement ability of the air-
guiding modes is introduction of antiresonant features around the core
that can efficiently reduce the field intensity at the glass-air interfaces
[85, 86, 97].
Current Chapter is focused on a simulation of the 19-cell HC PBGF
with an introduced anti-resonant elements (ARE) that allowed to reduce
a fraction of power of the air-guiding modes resided within the air-glass
interface and, thus, to decrease a transmission loss of the fibre.
4.1 The design and physical properties of the
19-cell HC PBGF
The 19-cell HC PBGF has been manufactured by NKT Photonics. Its
cross-section is shown in Figure 4.1 (a). The cladding is composed
as a hexagonal periodic array of the air-filled capillaries and the core
is formed by omitting 19 central capillaries from the preform. At the
core-cladding interface are inserted solid silica rods, creating the anti-
resonant elements (AREs). They are clearly seen in Figure 4.1 (b) as
12 ellipses symmetrically positioned around the core. The core and
cladding diameters are 22µm and 129±2µm corresponding. The air-
filling fraction is 91% and a cladding pitch is 3.7µm. The main physical
parameters of the fibre are presented in Table 4.1.
The fibre is designed to be a low loss within an operation bandwidth
of the C-band from 1530nm to 1565nm. In Figure 4.2 (black curve) is
depicted a FM loss measurement performed by a cut-back method. The
level of the measured loss at 1550nm is approximately 4dB/km, while
the lowest level of loss is detected at wavelength of 1536nm and equal
approximately 3dB/km [Figure 4.2]. The 3dB bandwidth of the low loss
transmission window extends from 1515nm to 1565nm and is 50nm
wide.
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Table 4.1 The physical properties of 19-cell HC PBGF.
Dimensions
Core diameter 22µm




Mode field diameter 14µm
Fundamental mode loss at 1550nm 4dB/km
Properties of the 19-cell HC PBGF and the low-loss performance
within the C-band of wavelengths have appealed for further investigation
of the fibre implementation as a transmission medium in MDM scenario.
Since fibre modes in MDM are considered being individual channels for
data transmission, an insight into the modal behaviour and losses over
the low loss bandwidth of the fibre are in great concern. Consequently,
a reliable model of the fibre is of high importance. In the next section
will be presented a detailed description of the modelling procedure and
a main set of parameters chosen for the 19-cell HC PBGF simulation.
4.2 The fibre modelling and the simulation
parameters
It should be emphasized, that the model described in this section, is an
idealised representation of the 19-cell HC PBGF with AREs. Figure
4.1(a) presents a scanning electron microscope (SEM) image of the FUT
cross-section. Figure 4.1(b) shows a zoomed region at the core-cladding
boundary. Here AREs are clearly seen as a number of ellipses distributed
around the core. This form of core surrounds imitate an arrangement of
Anti-Resonant Reflective Optical Waveguides (ARROW) [57] and, when
an appropriate preform is used, the shape of AREs is consistent with
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the surface tension forces present during the fibre-drawing process [86].
The AREs, when they are tuned to the anti-resonance with the cladding
bandgap, suppress the fibre’s loss due to an anti-resonant reflection at
the high-low index interfaces [57]. Each of the individual layers at the
core boundary and in the cladding can be considered as a Fabry-Perot-
(FB-) like resonator. In the case of the resonance in FB-like resonators
at the certain propagating wavelengths, light escapes from the core and
transmission is low. While, in the case of the anti-resonance, due to the
destructive interference in the FP-like resonators, light is trapped within
the low-index core. In the same manner, by adjusting the shape of walls
at the core-cladding boundary a low loss transmission can be achieved











Fig. 4.1 (a) The scanning electron microscope (SEM) image of the 19-
cell HC PBGF cross-section. (b) A zoomed region of the fibre cross
section with the anti-resonant elements and the main parameters, marked
by circles and arrows, used for the simulation.
The low loss transmission window mainly depends on the edges of
bandgap and the surface modes (SMs) that are present within the bandgap.
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Fig. 4.2 Black curve: Measured by the cut-back method loss of the
19-cell HC PBGF. Blue curve: The transmission spectrum through 1m
of 19-cell HC PBGF.
One of the disadvantages of the current geometry is an introduction of
unwanted anti-crossing events between the guided modes and the SMs.
At wavelengths where the air mode and SM are phase matched, they are
not "pure" any more, since both of the modes concentrate their energy
in the air core and silica region around the core. The modes confined
by the silica glass at the core-cladding interface can easily couple to
the lossy cladding modes. Therefore, the air-guiding modes experience
strong attenuation approaching the wavelength of the anti-crossing point
[6, 107].
Following Ref.[62], the width of the bandgap is determined by the
air-filling factor f, that depends on the width of an unit cell in the cladding
D, the diameter of the curvature Dc [Figure 4.3(b)] and the pitch Λ as:

















The bandgap width can be determined based on a transmission curve,
presented in Figure 4.2 (red curve). According to the transmission mea-
surement, the bandgap extends from approximately 1426nm to 1728nm.
A number of deeps, present at the transmission spectrum, corresponds
to an interaction of the air-guided modes with the SMs. The widest
region of the high transmission stretches from 1500nm to 1572nm and
compatible with the measured low loss region at approximately the same
wavelength range, depicted in Figure 4.2 by black curve. Therefore, it
might be concluded that the low loss bandwidth of the fibre is positioned
in the center of the bandgap and constricted by the SMs at the shorter
and longer wavelengths.
To obtain a model with a realistic core-cladding boundary repre-
sentation, the average geometric parameters of the bridges, nodes and
apexes were measured from the SEM image presented in Figure 4.1(b).
One of the main goals was to fit a position of the low loss bandwidth
determined by the transmission measurement. The air-filling factor f
and the pitch Λ are known from the fibre’s specification and are fixed.
However, the curvature of the unit cells Dc is unknown and can be varied
in the model for better match of the low loss bandwidth. To maintain the
air-filling factor f unchanged during the modelling, while Dc is changed,
the relative hole size D/Λ is also adjusted based on Eq. (4.1).
By trail-and-error it was determined that a combination of D/Λ
equals 0.965 and Dc equals 1.767µm gives the best fit for the low loss
transmission window. However, the bandgap edges and position of
the SMs are in a slight disagreement with the measurement. It worth
mentioning, that presence of the SMs are dictated by the geometry profile
of glass structure at the core-cladding boundary. Since the SMs reside
in very small silica regions, like bridges, nodes and apexes at the glass
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interface of the first ring of holes around the core, even a small mismatch
between the real and simulated parameters of the geometry can lead to a
discrepancy.
The main parameters, used in the model, are marked by arrows and
dashed curves in Figure 4.1(b). Their averaged measures listed in Table
4.2. The amount of glass at the core-cladding boundary was determined
by the thickness of the struts ts and the bridges in the cells with AREs
tbr1 and without them tbr2, and by a size of the apexes dap1 and dap2. The
shape and size of the elliptical features were measured by written inside
them circles of the diameter dare, while two circles of larger curvatures
Rare set up the realistic shape of the AREs at the core-cladding boundary.
It should be said, that SEM images were taken under condition without
low vacuum, that results in accumulation of the additional charge at
the surface and presence of regions with higher brightness around silica
glass. Therefore, determination of the silica edges based on the SEM
image is not straightforward and imposes a discrepancy within ±2pixel
that correspond to 0.06µm at the regions of the high contrast.
In Figure 4.1(a) and (b) can be observed a certain degree of distortion
of the unite cells around the core, that is formed due to an extension of the
core from a designed diameter of 5Λ (18.5um) to 22µm during the fibre
draw. The aforesaid effect establishes a deformation of a few first rings
of the air holes in the cladding. To derive the final geometry of the 19-cell
HC PBGF, the simulation was performed in two steps. At the first step,
in COMSOL Multiphysics (Appendix A) is created a geometry based
on already known parameters without consideration of distortion. Then
all coordinates of the geometry are exported and processed in Matlab,
where the Gaussian expansion is implemented to a set of coordinates to
reach realistic expansion of the core and deformation of the cladding.
Afterwards, resultant expanded geometry is adjusted according to the
averaged measures obtained from the SEM image, listed in Table 4.2
and an additional set of simulations is executed in COMSOL.
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Table 4.2 The parameters used in the model and corresponding averaged
measures from the SEM image.
Parameters Measured From the model
Thickness of the struts ts 0.12um 0.126um
A thickness of bridges in the cells with
AREs tbr1
0.11um 0.07um
A thickness of bridges in the cells without
AREs tbr2
0.08um 0.12um
A diameter of a circle written in an apex
between two cells with AREs dap1
0.64um 0.68um
A diameter of a circle written in an apex
between the cells with AREs and without
ARES dap2
0.2um 0.16um
A diameter of a circle written into AREs
dare
0.4um 0.35um
Curvature of the AREs Rare 1.7um 2um
To minimize a calculation time and taking into consideration a sixfold
symmetry of the 19-cell HC PBGF, simulation is performed in a quarter
domain with four boundary conditions ( Appendix A) to derive a full
set of modes supported by the fibre. Figure 4.3(a) shows the initial
geometry of the fibre cross-section, Figure 4.3(c) the fibre cross-section
after expansion of the core. Comparably to the real fibre, an extension
of the core has impact on the first 3 rings, while the last ring of air holes
is almost unaffected. The shape of air holes in the cladding is chosen
according to Ref. [62] as a hexagon with a distance between walls D and
corners rounded with a curvature Dc [Figure 4.3(b)]. Figure 4.3(d) shows
the Gaussian distribution curve, from where a relation between new and
old coordinates of the model is found. The value of the refractive indices
are considered to be 1.45 for the silica and 1 for the air.
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Fig. 4.3 A schematic representation of the modelled fibre cross-section.
(a) An initial geometry. (b) An unit cell of the cladding structure. A
dashed line represents the idealistic shape of a hexagon. A solid line is a
hexagon shape with rounded corners used in the model. (c) A geometry
of the fibre cross-section with expanded core. (d) Gaussian curve, that
describes a relation between old and new coordinates of the geometry.
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4.3 Results of the modelling
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Fig. 4.4 Distribution of the effective refractive indices of the modes,
propagating in the fibre, along wavelengths. By sparse blue polygonal is
marked the edges of the bandgap. The black dashed line marks the air
line.
As a result of the modelling, it was revealed that within the air core
is confined two degenerate FMs (HE11x,y) and 3 groups of the HOMs
(HE21o,e, T E01, T M01, HE31o,e,EH11o,e, HE12x,y). The suffixes "x"
and "y" denote two orthogonal polarizations, while "e" and "o" are
used to identify the even and odd degenerate modes. Figure 4.4 shows
dependence of the numerical effective indices on wavelength. The
continuum of the cladding modes extends from 1300nm to 1370nm at
shorter wavelengths and from 1570nm to 1750nm at longer wavelengths.
The edges and the region of the bandgap is marked by the polygon with
sparse lines. The transmission window for the FM starts from 1370nm
and extends to 1570nm. However,within the bandgap region the fibre
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Fig. 4.5 The distribution of the effective refractive indices along wave-
lengths for the air guided vectorial modes and corresponding profiles of
their intensity distribution.
has a crossing between the FM and the SMs around 1410nm and two
avoided crossings around 1478nm and 1496nm. Presence of the SMs
results in a reduction of the transmission bandwidth from 200nm to
50nm within the range of wavelength from 1510 to 1560nm. Comparing
numerical results of simulation with the measured transmission, the high
agreement in a width and position of the low loss transmission region
is evident. However, a width of the measured bandgap is wider (from
1420nm to 1730nm) and its position is shifted to longer wavelengths.
Figure 4.5 demonstrates a dependence of the effective indices of the
air guided modes on wavelength within the low loss bandwidth. By red
dots are marked the first 4 full vectorial mode groups that exist within the
low loss region from approximately 1510nm to 1560nm. Their intensity
distributions are represented along the side of the graph.
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Fig. 4.6 A comparison of the measured and numerically calculated modal
losses.
Fig. 4.7 The numerically calculated intermodal time delay for the first 4
groups of modes.
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A comparison between measured and calculated losses for the 19-cell
HC PBGF is depicted in Figure 4.6. Total losses are estimated as a sum
of the confinement (CL) and scattering (SL) losses ( Eq.(2.31)-(2.32)
Section 2.5). Nevertheless, the edges of the low loss transmission band-
width are in agreement for the simulation and measurement, the average
level of simulated losses is approximately 1dB/km less. Losses of the
first group of HOMs HE21a and HE21b are approximately 5.89 dB/km at
1550nm, that is ∼2.4 times higher than for the FM. At wavelength range
from 1565nm to 1600nm, where HE11 is strongly attenuated, it might be
assumed that light is carried mainly by the HOMs, transmission bands
of which are shifted to longer wavelengths.
From the numerically calculated effective refractive indices are de-
rived time delays for the modes travelling along 325m of the 19-cell HC
PBGF [Figure 4.7]. Thus, the HOMs are delayed comparing to the FM
on 6ns for HE21, 12ns for HE31e and 27ns for HE31o,and 28ns for EH11.
The differential time delay is calculated at wavelength of 1558nm, that
is an operation wavelength of a time-of-flight set-up used for the fibre
characterization in Chapter 5.
In the beginning of the current chapter, one of the main motivations
for the 19-cell HC PBGF modelling was a verification of its implemen-
tation as a medium for data transmission under MDM scenario. The
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(a) (b) (c) 
Fig. 4.8 LPml modes as a result of superposition of the corresponding
full vectorial modes.
modes presented in Figure 4.5 are full vectorial modes. However, in
real fibres due to imperfection of the geometry and induced stress or
bend, the full vectorial modes propagate as a combination of modes, for
example, as those described in Chapter 2 as LPml modes. An intermodal
coupling within the corresponding modal groups brings one of the main
limitations for the MDM systems, namely a cross-talk between channels.
Reduction of the mode coupling can be achieved by an appropriate de-
sign of a fibre with separation between refractive indices more than 10−4
[49]. Table 4.3 demonstrates the numerically calculated refractive index
difference between different modes at wavelength of 1550nm. As can be
seen from Table 4.3, the splitting in indices for T M01, HE
e,o
21 and T E01
exceeds 10−4. According to a description of relation between vectorial
and linearly polarized modes described in Table 2.1 from Chapter 2, for





21 and LP02. The suffixes "a" and "b" are used for two
degenerate modes that also exist in two orthogonal polarizations. Ex-
amples of the aforesaid modes are depicted in Figure 4.8 (a),(b) and (c).
(Since a considerable part of the field of LP02 penetrates into the cladding
and its calculated loss is the highest among all simulated modes, it was
disregarded.)
Another peculiar type of modes, that is in focus of many recent re-
searches, are orbital angular momentum modes (OAMs). OAMs possess
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Fig. 4.9 ± 1 OAM modes combined from HEo,e21 .
+2OAM -2OAM 
Fig. 4.10 ± 2 OAM modes combined from HEo,e31 .
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spatial polarisation and have a characteristic annular shape preserving
phase singularity, a point where phase is unidentified. The wavefront
of light is curled about the optical axis due to the spiral phase of vortex
around the singularity point [80]. The expression for light carrying the
orbital angular momentum was derived by Poynting in the beginning of
the 19th-century [78] and it took almost a decade to prove the theory
by an experimental demonstration performed by Beth [8], who showed
that a circularly polarised light transmitted through the half-wave plate
imparts a rotation to the wave-plate. Much more later by Allen [5] was
considered that OAM is also present in Laguerre-Gaussian (LG) laser























where Cl p is the normalization term of the amplitude, ω0 is the waist
size of the beam and L|l|p is the Laguerre polynomial. The integer l
represents the topological charge of the LG mode and can be positive
or negative depending on the handiness of the twist. Another integer,
p, is determined by the number of nodes in radial direction. The most
important part of Eq.(4.2) is the last exponential term exp(ilφ), since it
represents the characteristic helical phase front intrinsic to LG beams.
In the case, when l = p = 0 the solutions of Eq.(4.2) is reduced to the
fundamental Gaussian beam solution. One can quantify the energy ratio
carried by an OAM beam as l/ω , where ω is angular frequency of light,
and LG beam carries an OAM of l} per photon. In communication
were already demonstrated several experiments [64, 38, 43, 13] that
took advantage of the orthogonally of OAMs as independent carries of
data. In a case of an optical fibre, according to Ramachandran et al. in
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Ref.[80] the OAMs can be presented as a π/2-shifted linear combination
of the vectorial modes:
HEe2,m± iHEo2,m = F1,m(r)
(
σˆ±exp(±iφ)) , p = 0, l = 1,
HEel+1,m± iHEol+1,m = Fl,m
(
σˆ±exp(±iφ)) , p = 0, l > 1,
EHel−1,m± iEHol−1,m = Fl,m
(
σˆ∓exp(±iφ)) , p = 0, l > 1, (4.3)
where F1,m and Fl,m are corresponding radial field distributions of
the LP modes and σˆ± = xˆ+ iyˆ denotes the right or left handed circular
polarization, that determines also a spin angular momentum (SAM) of a
beam of value σ}, where depending on handiness of polarization σ is
equal ±1.
Fig. 4.11 ± 2 OAM modes combined from EHo,e11 .
Following Eq.(4.3), exported from COMSOL electric fields of the
modes are combined in corresponding OAM modes depicted in Figure
4.9-4.11. It is apparently, that ±1 OAM [Figure 4.9], combined from
HEe,o21 according to the first equation in Eq.(4.3), preserves an unique
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circular distribution of its intensity with a hollow center, while the phase
distribution has a characteristic jump in a pattern from 0 to 2π around the
singularity point. Figure 4.10 depicts±2OAM mode as a combination of
HEo31 and HE
e
31. Its intensity distribution is also unique and the phase has
a double twist from 0 to 2π around the singularity point. However, the 19-
cell HC PBGF have a C6ν symmetry, which means that its cross-section
possesses a sixfold rotation symmetry in addition to a mirror symmetry,
hence the modes HE3p,m and EH3p,m, where p is an integer, are split into
two non-degenerate modes in a contrast to conventional fibres with a C∞ν
symmetry, where corresponding two modes are degenerate [40, 1]. From
Table 4.3 can be seen that the splitting in the effective indices for HEo,e31
is in 2 orders higher than, for example, for HEo,e21 modes and is equal
5.3·10−4. Therefore, it was concluded that propagation of ±2OAMs, as
linear combination of HEo31 and HE
e
31 modes, in the 19-cell HC PBGF
is improbable. Figure 4.11 shows OAM mode formed by EHo,e11 . Neither
its intensity nor phase distributions possesses characteristic profiles. By
this reason the current combination of modes cannot be considerate
being OAM mode.
Results of the modelling presented in the current chapter allow to
conclude a possibility of the 19-cell HC PBGF implementation in a
MDM scenario. According to the model along a low loss bandwidth the
fibre supports 4 groups of the full vectorial modes. At least 2 of them
(HEx,y11 and HE
o,e
21 ) are well confined and exhibit a relatively low loss.
Aforesaid modes can be guided in the fibre as LPml modes or optical
vortices that carry OAM states. The next chapter will present detailed
experimental characterisation of the fibre as well as describe challenges
of OAMs propagation in the 19-cell HC PBGF.
Chapter 5
Experimental characterisation
of the 19-cell HC PBGF
Optical fibre as a key component of optical fibre communication systems
have been playing an important role in delivering a growing amount
of data to users all round the world. However, information traffic of
networks is exponentially growing, demanding even higher information
capacity of communication links. On the other hand, noise-to-single
ratio of transmitted signals imposes an upper limit on capacity of a
given fibre channel over a given transmission distance. The conclusion
of the limited fibre capacity was derived by Shannon[21, 94, 23] and
its existence leads to a possible capacity crunch of optical network
systems. The problem has already attracted attention of researchers and
scientists all over the world in attempt to find an appropriate solution.
Among all dimensions for the data signal multiplexing as time, frequency,
polarisation and phase, only spatial dimension has not been utilized. The
latest technological advancement of communication systems as well
as development of techniques for design and manufacturing of optical
fibres with advanced properties, permits to take advantage of spatial fibre
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modes as separate channels for data transmission using mode division
multiplexing[83].
Among recently reported demonstrations of data transmission under
MDM scenario can be accented a transmission in a few mode fibre of
2 LP modes over 96km with 6x6 MIMO post processing [89] and 4 LP
modes over 130km with 12x12 MIMO[88], transmission of 9 LP modes
in a multi-mode fibre over 22.8 km using 30x30 MIMO post processing
[27] and parallel transmission of 2 LP modes over 146 wavelength
channels over 500km [44]. Except LP modes there is an another type
of modes that received an enormous attention, known as OAM modes
in a fibre. Transmission of 12 OAM modes over a kilometer-length for
a specially designed ring-fibre was reported in Ref.[36, 43]. Also was
demonstrated transmission of OAM over longer transmission distance
of 13.4km [38]. Simultaneously, an implementation of HC PBGFs
as a transmission medium for MDM was shown in transmission of 2
LP modes over 30m of 7-cell HC-PBGF [110], over 193m of 19-cell
HC PBGF[17] and transmission over 310m of 37-cell HC PBGFs in
combination with WDM over 96 channels [95]. Common challenges
for all types of HC PBGFs implemented in MDM are a limited low-loss
transmission bandwidth due to the presence of the surface modes (SMs)
and relatively high loss due to scattering at the surface roughness.
In Chapter 4 was presented a model of the 19-cell HC PBGF with the
anti-resonant elements (AREs) introduced at the core-cladding interface.
Due to the AREs the fibre loss were suppressed below 5.5dB within
3dB bandwidth at C-band. According to the model, the 19-cell HC
PBGF supports 2 groups of full vectorial modes within almost the whole
bandwidth of the low loss window, that can create 2 groups of LP modes
(LP01, LP11) or 2 groups of OAM modes ( with a topological charge of
l=0, ±1 ). Nevertheless, HC PBGFs were explored for transmission
of LP modes in MDM systems, the propagation of OAM states in that
type of fibre has not been demonstrated yet. However, a theoretical
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prediction that a HC PBGF can support OAM modes was reported in
Ref.[54, 56, 55].
Being intrigued by a low loss performance of the 19-cell HC PBGF
and a theoretical envision of OAM states supported by the fibre, an
experimental excitation and propagation of OAM states in the HC PBGF
are carried out and described in this Chapter. A first section of the
Chapter 5 is focused on a detailed experimental characterisation of the
19-cell HC PBGF, which is performed with a S2 imaging technique
with a spectrogram approach. While in a second section are described
challenges, that were met during a multiplexing and demultiplexing of
OAM states excited in the 19-cell HC PBGF.
5.1 Experimental characterisation of the fibre
Experimental characterisation of the 19-cell HC PBGF is performed
with a modified S2 imaging technique, the schematic set-up of which
is depicted in Figure 3.33 (b). The choice of the current approach for
the modal content detection was made based on the available equipment.
As a light source is used a tunable laser ANDO4321 with a maximum
wavelength resolution of 1pm and a scanning wavelength range from
1520nm to 1620nm. Light is coupled into 10m of the FUT and at the
fibre output it is focused on InGaAs camera (Xenics [109], 100Hz frame
rate, 14-bit).
Following the modified S2 method, the magnified near-field image of
the fibre output is captured by the camera at each scanning wavelength of
the sweep source within a narrow wavelength window. Calculating the
Fourier transform at each (x,y) point of images along the whole scanned
wavelength range, one derives Fourier spectra, that gives a dependence
of the Fourier amplitude of the intermodal beats on the intermodal time
delays. Summing the obtained Fourier transforms over all pixels, one
obtains a S2 trace measured at a central wavelength of the scanned










C: spurious mode 




































Fig. 5.1 A spectrogram measured by the S2 imaging technique along
wavelength range from 1525nm to 1600nm for 10m of the FUT. Time
delay axis is normalized to ps/m units. A positive values of time delays
correspond to a real measurement, while a spectrogram at the negative
axis is a mirrored reflection of the positive axis.
wavelength range. Further modal reconstruction is performed according
to the original S2 technique [65], briefly described in Section 3.2.5.
For the FUT characterisation was implemented a spectrogram ap-
proach, previously described in Ref. [46, 66, 35]. A narrow wavelength
window of 8.192nm with a resolution of 4pm was swept along a wave-
length range from 1525nm to 1600nm in a wavelength step of 3nm.
Subsequently, the spectrogram is assembled from all S2 traces measured
along scanning wavelength range. A relative power between the dom-
inant and other propagating modes is found as a ratio between peak
amplitudes at a corresponding time delay for a mode of interest and a
dominant mode.
One of the limitations of the S2 approach is based on an assumption
that in a fibre one of the propagating modes is dominant, while a relative
power of other modes is small. For the 19-cell HC PBGF at a low









Fig. 5.2 The intensity and phase distributions of the C,D,E,F modes.
loss bandwidth [Figure 5.1, shorter wavelengths] the loss of the FM
is less than 5dB/km [Figure 4.2,black curve]. However, approaching
wavelength of 1565nm, marked by a dashed white line in Figure 5.1, the
loss of the FM increases due to the present surface modes. Therefore, it
could be assumed that within the high loss bandwidth, one of the HOMs
becomes a dominant mode in the fibre or possesses an equal modal
power as the FM. An aforesaid circumstance could bring uncertainties in
the modal characterisation for the S2 method at the longer wavelengths.
Figure 5.1 shows a spectrogram measured for 10m of the FUT along
wavelength range from 1525nm to 1600nm. The axis of time delays
is normalised to the fibre length to obtain units of ps/m. The initial
coupling is performed at 1550nm for the FM as a dominant mode. The
description of the modes in Figure 5.1 follows. A trace A corresponds to
LP12 that is present along a wavelength range from 1525nm to 1531nm
and afterwards is “replaced” by a trace B, which is LP21 present from
1534nm to 1540nm. A trace C appears along a scanning wavelengths
range from 1525nm to approximately 1555nm at the same time delay of
∼2.2ps and is considered being a spurious mode. Its reconstruction did
not give any specific mode. By the trace D is marked LP02 mode, that
is also detected within a broad region E. The last two sharp traces of G
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and F correspond to LP11 modes clearly present and reconstructed until
wavelength of 1573nm.
Figure 5.2 demonstrates the reconstructed intensity and phase distri-
butions for the modes picked up from regions A,B,D and E at different
wavelengths. The phase distributions are obtained from the Fourier
spectra at the corresponding time delays. Nevertheless, all reconstructed
modes resemble the intensity and phase distributions of LP12 (A), LP21
(B) and LP02 (D,E), it is obvious from reconstruction that they are not
pure and affected by other modes. From the reconstruction of the trace
D at the wavelength of 1600nm in Figure 5.2 may be noticed a compo-
nent of a surface mode present at the outer edge of the reconstructed
intensity. Development of LP11 modes (the traces G and F) along wave-
lengths are analysed as separate S2 traces picked up from the spectro-
gram [Figure 5.1] at wavelengths 1525nm[Figure 5.3] ,1540nm[Figure
5.4] ,1552nm[Figure 5.5] ,1570nm[Figure 5.6] and 1591nm[Figure 5.7].
They reveal several interesting features and further discussed below in
more detail.
In Figure 5.3, that depicts the S2 trace measured at wavelength of
1525nm, are detected two sharp peaks 2 and 3, which represent LP11a,b
modes from the traces G and F at time delays close to 12.4ps and 16.4ps.
Also two LP12-like modes are discovered at 10.07ps (the trace A) and
28.58ps. Worth mentioning, that a dominant mode in the FUT, inset in
Figure 5.3, resembles a mixture of LP01 and LP11 modes.
At wavelength of 1540nm 3 distinct LP11 modes exist with time
delays corresponding to approximately 12.3ps, 15ps and 18.2ps. The
peaks marked by numbers 1 and 2, that correspond to LP11 modes from
the traces G and F , can be assumed to be LP11a,b resembling the same
polarisation and the third peak, marked as F2, since it appears from a
side of the trace F, is LP11a in the orthogonal polarisation. At longer time
delays only LP02 mode is detected over a broad range from approximately
30ps/m to 70ps/m. Its reconstructed intensity profile is depicted in Figure
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Fig. 5.3 The S2 trace measured at 1525nm and the intensity reconstruc-
tions of the first 4 strongest peaks that reveal 2 LP11-like and 2 LP12-like
modes.
5.4 as inset 4. From 1552nm in the S2 trace appears a sharp evident
peak at 5.25ps/m, which corresponds to LP02-like mode, an intensity
distribution of which is affected by the presence of the surface mode,
especially at longer wavelengths. All other extracted modes at 1552nm
[Figure 5.5] are similar to those detected at 1540nm [Figure 5.4]. Along
the whole range of wavelengths the first LP11a (G) mode is strong and
evident comparing to other modes from LP11 group, that are decreased
in power and experience an influence from each other. LP11 (G,F )
group of modes becomes less evident with increase of wavelengths and
are hardly resolvable at wavelengths longer than 1573nm. Already at
1570nm [Figure 5.6] the reconstruction of G and F is blurred and at the
S2 trace they appear being squeezed between a sharp LP02-like mode
at short time delays and a broad distribution of LP02 mode at longer
time delays. It is remarkable, that along the whole wavelength range
from 1525nm to 1573nm were not reconstructed all 4 clear LP11 modes
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Fig. 5.4 The S2 trace measured at 1540nm and the intensity reconstruc-
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Fig. 5.5 The S2 trace measured at 1552nm and the intensity reconstruc-
tions of the first 5 strongest peaks that reveal 3 LP11-like and 2 LP02-like
modes.
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Fig. 5.6 The S2 trace measured at 1570nm and the intensity reconstruc-
tions of the first 4 strongest peaks that reveal 2 LP11-like and 2 LP02-like
modes.
simultaneously present at the S2 trace. According to the model described
in Chapter 4 at the wavelength of 1550nm three of the ideal modes,
T E01 and HE
o,e
21 coincide, preserving the same differential time delay
corresponding to the FM [Figure 5.8(a)]. Thus, resulting in one distinct
LP11 mode, like the one from the trace G [Figure 5.1], for example,
and three other LP11 modes propagating with a small intermodal delay
between each other. Perhaps, for the longer length of the fibre all four
LP11 modes of different geometrical orientations are more separated
in the group delays as it was noticed in Ref.[66]. However, the range
of time delays achieved for the current S2 set-up was insufficient to
cover the whole range of time delays of 325m of the FUT. Therefore, to
monitor differential times delays and launching conditions of mode for
the whole span of the FUT is implemented a time-of-flight technique,
as discussed in Section 5.2. Figure 5.7 shows the S2 trace measured at
1591nm. All reconstructed intensity distributions of modes exhibit a
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Fig. 5.7 The S2 trace measured at 1591nm and the intensity recon-
struction of the first 3 strongest peaks that reveals LP02-like modes and
mixture of modes.
strong influence from the surface modes and the dominant mode resolves
LP02-like mode.
An evaluation of the spectrogram [Figure 5.1] and separately anal-
ysed S2 traces [Figure 5.3-5.7] allow to conclude that around wavelength
of 1565nm the FM experiences attenuation, while LP02 comes into play
at longer wavelengths. An interesting feature is a general modal be-
haviour within the low loss [Figure 5.1, shorter wavelengths] and high
loss regions [Figure 5.1, longer wavelengths]. The discrete scattering
modes, represented as narrow trails in the low loss region, stream into a
continuum of the mixed modes in the high loss region, present over a
broad range of time delays. Similar results were reported in Ref.[66],
where 19-cell HC PBGF without ARE was tested by the S2 technique.




Fig. 5.8 The comparison of (a) the numerically and (b) the measured
differential time delays for LP11 modes (G,F).
Figure 5.8(a) and (b) show a comparison of the differential time
delays (DTDs) numerically calculated for the ideal modes belonging
to LP11 group and the measured DTDs for LP11 modes from trails F
and G on the spectrogram [Figure 5.1]. Despite an evident difference,
especially at shorter wavelengths, between the calculated and measured
DTDs, there is a common tendency of modes to approach each other
at longer wavelengths. Numerical prediction is made for an idealized
fibre geometry, while in the real fibre due to defects at the core-cladding
boundary as well as due to imperfection of the geometry, the propagating
modes are a mixture of the ideal modes. Structural distortions of the
real fibre’s cross-section make modelling of HC PBGF complicated
and a certain difference between results of the fibre simulation and
measurement is expected.
The S2 set-up for a spectrogram characterisation of the 19-cell HC
PBGF discussed previously in the section does not resolve polarisation.
As it was already mentioned, that along the whole range of the scanned
wavelengths simultaneous presence of all four LP11 was not detected.
Consequently, to investigate a dependence of LP11 modes on the in-
put state of polarisation, in the set-up before the FUT are introduced a
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Fig. 5.9 A S2 spectrogram acquired for the different launching polarisa-
tion orientations.
linear polariser and a half-wave plate (HWP), rotation of which is con-
trolled by a computer. The S2 measurements are performed at the central
wavelength of 1550nm every 10o of the HWP rotation and afterwards
combined into a polarisation dependent spectrogram depicted in Figure
5.9. Two evident trails in the spectrogram [Figure 5.9] correspond to
orthogonally polarised LP11. A dependence of their relative power on
a angle of HWP rotation is shown in Figure 5.10, exhibiting a clear
correlation in polarisation orientations. Other two LP11 modes were
hardly resolvable during the measurement and did not preserve a clear
polarisation dependence neither reconstruction. Results of the polarisa-
tion measurement may be interpreted as strongly coupled T E01±HE21
and T M01±HE21 modes.
Further investigation of the 19-cell HC PBGF is performed for OAM
fibre modes, experimental propagation of which in HC PBGF has not
been yet reported. Aiming for an additional investigation, 325m of the 19-
cell HC PBGF was examined for excitation, multiplexing, propagation






Fig. 5.10 Dependence of a relative modal power of LP11a on an angle of
the HWP. Insets show reconstructed modal intensity at the peaks of 40o
and 90o for each of LP11a mode.
and demultiplexing of OAM modes. Results of investigation and final
conclusion are presented in the next section.
5.2 The 19-cell HC PBGF in the MUX and
DeMUX set-up for OAM modes
In a long section of a fibre a differential mode delay can be measured by
an arrival time of ps pulses launched simultaneously into different modes.
Such type of measurement is known as a time-of-flight (ToF) technique.
Its advantage is a real-time evaluation of the coupling conditions and
intermodal time delays. On the other hand, the method does not allow
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to reconstruct the propagating modes and is used in combination with a










Fig. 5.11 A schematic representation of the set-up for the time of flight
measurement. Here, Col. stands for a collimator, P - polariser, λ/4 -
a quarter-wave plate, SLM - a spatial light modulator, FUT - the fibre
under test.
The ToF measurement is carried out with a mode-locked ps pulse
laser (a repetition rate of 15.3MHz and a bandwidth of approximately
11nm) operating at central wavelength of 1558nm and coupled into
approximately 325m of the 19-cell HC PBGF. At the fibre output light
is focused on a 5GHz photodetector connected to a 10 GHz bandwidth
sampling oscilloscope, which is triggered by the pulsed laser. Figure
5.11 shows a scheme of the ToF set-up used for characterisation of
the FUT, when OAM modes, generated by a spatial light modulator
(SLM), are coupled into the fibre. Collimated beam from a pulse laser
is directed onto SLM, through a polariser, since the best conversion at
SLM is only achieved for the incoming light beams in a horizontal linear
polarisation. Digitally created hologram at SLM converts incoming
Gaussian beam into a beam of annular shape, while by the quarter wave
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plate (QWP) at the input of the FUT linearly polarised light is converted
into circularly polarised. An excited OAM mode is characterised by a
topological charge |l|, defined by the amount of 2π phase jumps around
the singularity point, where phase is not defined.
Fig. 5.12 Time-of-flight traces for the launched into the FUT 0, and ±1
order of OAM modes at wavelength of 1558nm.
Measured traces of the temporal impulse response for 0 and±1 order
OAMs are depicted in Figure 5.12. Peaks, that appear at 19.6ns, 26.3nm
and 27ns for 0 OAM mode and at 23.9ns, 30.6ns and 31.3ns for ±1
OAM modes are considered artificial, since they appear at the same time
delay from the highest peak for all excited modes. In the trace obtained
for OAM mode of l = 0 [Figure 5.12], around 12.45ns is present a
peak, position of which corresponds to position of the flat LP02 plateau,
detected by the S2 imaging in the previous section. Aforementioned peak
is intrinsic only for the coupled fundamental mode and its amplitude
decreases, when any of the modes from the LP11 group is coupled into
the fibre. Deliberately excited LP02 does not change the ToF trace, which
remains similar to the pulse response of the FM mode. A relative power
of the aforesaid peak has never exceeded the values of -10dB.
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Fig. 5.13 Time-of-flight traces measured for the launched into the FUT
0 and ±1 order of OAM modes at the central wavelength of 1558nm.
q 
Col. 






Fig. 5.14 A schematic representation of the set-up for a back-to-back
measurement. Here, Col. stands for a collimator, P - a polariser, q - is a
Q-plate, λ/2 - a half-wave plate, λ/4 - a quarter-wave plate, FUT - the
fibre under test.
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Back converted OAM modes 
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Fig. 5.15 (a) The images of OAMs excited by Q-plate and back converted
by SLM to 0, ±1, -2 and -3 orders. (b) The intensity profiles of the
coupled into the FUT OAM modes of orders 0, ±1, -2 and -3 orders
captured by the camera at the output of the 19-cell HC PBGF.
where Pj is an amplitude of a modal peak for which MPI values is
calculated, Pk is an amplitude of the peak for the kth mode present on
the trace and Pnoise is an average noise level.
From Eq.(5.1) MPI values are found to be: -13.9dB for the FM,
-18.8dB for +1 OAM mode and -19.07dB for -1 OAM mode. It is also
worth mentioning, that a relatively pure excitation of -1 OAM mode is
reached at an angle of the QWP θ = 0o, while for +1 OAM θ = 52o. In
the case of any other value of θ , at the ToF trace is noticed an additional
peak stronger than -10dB of the relative power and delayed by 0.5ns
from ±1 OAM, which can be observed in Figure 5.13. For the clarity of
explanation, the position of the peak center for ±1 OAM was moved to
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time delay τ =0. Following the simulation and numerically calculated
modal time delays [Figure 4.7], at wavelength of 1558nm the intermodal
delays of HE21−T E01 is 0.52ns and HE21−T M01 is 0.51ns. Therefore,
the additional peak on the ToF trace for ±1 OAM can originate in non-
degenerate T E01 and T M01 modes.
Results obtained by the ToF measurement for OAM modes of order
l=0,±1 were promising enough to investigate the simultaneous excitation
and coupling of the aforesaid modes in the FUT. Supplementary to the
excitation by SLM was added an excitation by a "Q-plate", a birefringent
wave-plate with a layer of a liquid crystal (LC) polymer [14, 96]. Q-plate
converts an incoming Gaussian beam into an optical vortex,that carries
OAM state.
Q-plate possesses its own characteristic half-integer q (|l|= 2q) and
performers a transformation of incoming light [37] equal to:
q · (Aσ̂++Bσ̂−)= (Aσ̂−ei2qφ +Bσ̂+e−i2qφ) , (5.2)
where A and B are the input polarisation states, 2q is imposed by the
Q-plate order of OAM state. By a careful control of a polarisation state
of an input beam a definite OAM fibre mode can be excited in the FUT.
However, in a case of the first order OAM (|l|=1) particular attention has
to be paid, since in a fibre it can exist only as a combination of HEe,o21
modes [Eq.(4.3) for |l|=1], forming an aligned OAM, for which the
sign of the topological charge is similar with a sign of the handedness.
Therefore, from the first group of HOMs can be created only two OAM
modes, being Aσ̂−e−i2qφ and Bσ̂+ei2qφ , while two another are a specific
linear combination that exist as TE and TM modes. Generally, for
|l|> 1 four OAM modes can exist as two aligned and two anti-aligned
states[37, 80]. However, following the simulation made in Chapter 4, in
the 19-cell HC PBGF cannot be excited and propagated OAM modes of
orders higher than |l|= 1.
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Performance of the Q-plate and efficiency of back conversion are
analysed by a back-to-back(B2B) measurement, schematic representa-
tion of its set-up is depicted in Figure 5.14. A collimated beam from
a ps pulsed laser source is incident on a polariser before a QWP to
control incoming polarisation state of a beam. Q-plate (Thorlabs [103])
possesses a q-value of 1/2, the sign of which is converted by a HWP. In
the measurement, excited modes are back converted at SLM, when a
definite OAM mode of +1 or -1 orders is selected by the QWP. The back
conversion is monitored by the camera and a single mode fibre, that is















Fig. 5.16 A schematic representation of the set-up for multiplexing and
demultiplexing of 0 and ±1 OAMs states in the 19-cell HC PBGF. Col.
is a collimator, P - polariser, q - Q-plate, λ/4 - quarter-wave plate, SLM
- a spatial light modulator, BS - beam splitter, Rc. - receiver, FUT - the
fibre under test.
An example of the back-to-back demultiplexing for -1 OAM mode
excited by the Q-plate is demonstrated in Figure 5.15(a). Values above
the pictures correspond to the generated at SLM holograms, while the
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Fig. 5.17 Images of the demultiplexed by a SLM OAM modes with
|l|= 1.
real values of the modes is denoted below the pictures. From Figure
5.15(a) can be observed a clear conversion of -1 OAM mode to a Gaus-
λ/2 
FUT 








Fig. 5.18 A scheme of the set-up used for verification of the output
polarisation of the 19-cell HC PBGF.
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sian beam, when a pattern of +1 OAM is created at SLM. In the same
manner are obtained the back converted OAM modes with topological
charges of l=±1,-2 and -3. Figure 5.15(b) demonstrates the intensity
profiles of 0,±1,-2 and -3 OAM modes after they have been launched and
propagate in 325m of the FUT. As it can be seen from Figure 5.15(b), the
second and third orders of OAM modes do not propagate in the 19-cell
HC PBGF as OAM modes. Their intensity distributions are not unique
and most probably resembles EH11 depicted in Figure 4.5.
Figure 5.16 shows a scheme of the set-up built for multiplexing and
demultiplexing of 0 and ±1 orders of OAM modes coupled into the
19-cell HC PBGF. The set-up has 3 inputs. The first arm couples the
FM into the fibre, the second arm is comprised from linear polariser,
QWP, HWP and Q-plate for excitation of OAM mode with topological
charge of l=+1, while the third arm is built from linear polariser and
SLM for generation of -1 OAM mode. All inputs are launched into
the FUT after being combined on beam splitters before the fibre input.
Back conversion into a Gaussian beams is performed by QWP, linear
polariser and SLM. Afterwards, back converted modes are coupled into
a single-mode fibre. Figure 5.17 shows projected back OAM modes with
l=±1. It is expected that -1 OAM is converted to a Gaussian beam at
SLM, when a hologram of +1 OAM is chosen and vice versa. However,
as it is seen from Figure 5.18, in both cases a projected back mode does
not exhibit the expected Gaussian distribution neither for OAM modes
generated by Q-plate nor by SLM at the input. A residual amount of the
annular beam intensity is present for all back converted modes.
The problem of the back conversion could be a consequence of (a)
bad coupling due to contaminated or not flat fibre cleaves, (b) wrong
coupling lens or (c) due intrinsic properties of the fibre caused by mode
mixture or random change of polarisation along the fibre. To check
polarisation maintenance of the OAM modes along the fibre is used a
set-up depicted in Figure 5.18. OAM modes are excited by SLM and
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an optimal coupling is achieved by controlling an optical lens value.
The circular polarisation at the fibre input was checked with a help of
polarisation beam splitter and was aligned in a way to split light equally
in both polarisations. Afterwards an angle at the QWP at the fibre output
was changed and back conversion was verified by the camera. However,
the results of demultiplexing, independent on the QWP angle, remained
the same. Current the measurement shows that the polarisation state
for the excited mode at the fibre output is neither circular nor linear.
Therefore, it could be assumed that the FUT does not preserve OAM
mode due to disturbed circular polarisation.
To conclude, in this chapter was performed the detailed characteri-
sation of the 19-cell HC PBGF by the spectrogram approach of the S2
method. The measurement revealed that within a low loss bandwidth,
except LP01, also propagate two modes: LP11 and LP02 . It should be
emphasized, that LP11 modes are present in the spectrogram as narrow
discrete trails, while LP02 is distributed over a large range of time delays.
According to the loss measurement at wavelength longer than 1565nm
the FM attenuates, which makes an analysis of the FUT by the S2 method
complicated. It was discovered, that LP02 becomes a dominant mode in-
stead of the FM after 1573nm and all discrete trails at longer wavelength
disappear and the spectrogram reveal only a continuum of distributed
modes. Also was discovered an influence of the surface modes on the
propagating mode noticed in reconstructed profiles of some modes within
a high loss bandwidth. According to the spectrogram and simulation
of the vectorial modes, that compose the LP11 group, at wavelength of
1550nm T M01 is separated in time delay from T E01 and HE21, whose are
crossing each other at the aforementioned wavelength. Similar tendency
is observed for the measured S2 trace at 1550nm, where independent on
the input polarisation present only two LP11. An investigated dependence
of the excited LP11 modes on the state of input polarisation revealed a
clear correlation in polarisation orientations of two LP11 modes, while
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two other were unresolvable and did not preserve a clear polarisation
dependency. Therefore, it was assumed that the non-degenerate T E01
and T M01 modes are hardly separated from HE
o,e
21 and might prevent
formation of the ±1 OAM modes in the 19-cell HC PBGF. The similar
results were obtained for measurements performed by the ToF technique.
For ±1 OAM modes in the ToF trace were present an additional shoul-
der peak, time delays of which corresponded to numerically calculated
time delays of T E01 and T M01. Simultaneously, back conversion of the
coupled into the FUT OAM modes was not efficient.
Therefore, it can be concluded that support of OAM modes by 325m
of the 19-cell HC PBGF is doubtful. However, in the case of a HC PBGF
with a larger diameter of air core, for example 37-cell, where larger
amount of HOMs can be supported over a broad low loss transmission





This chapter presents final conclusions concerning the research per-
formed in this thesis and provides an outlook for further possible in-
vestigations. The thesis can be divided into the following parts: the
first part presents a detailed investigation of the C2 imaging technique
and its implementation for different types of fibres (a step index and
polarisation maintaining fibres, DMF rod fibre, hollow core photonic
crystal fibre and hollow core bandgap fibre); the second part presents a
modelling of the 19-cell HC PBGF with anti-resonant elements and the
experimental characterisation of its modal properties by the S2 imaging
with the spectrogram approach; the last part demonstrates the excitation
of OAM modes in the 19-cell HC PBGF and explains challenges met
during the back conversion of OAM modes at demultiplexing.
An experimental characterisation of the fibre modal content is one
of the main topics in this thesis with the C2 and S2 imaging techniques
in the focus. By investigating principles of the interferometric-based
approach for the modal content detection, it was also demonstrated, that
simply evaluating the visibility of the interference between two beams,
general properties of the propagating fibre modes can be derived. The
visibility itself is proportional to the cross-correlated function and can be
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measured as a modulation depth of interference. Despite of determining
a quantity of the modes and their differential time delays, a correlation
between a relative modal power and amplitude of a peak at the visibility
trace has to be investigated as well as more precise procedure for the
visibility measurement.
The original C2 method in the time domain implemented with a
tunable and flexible light source is a valuable diagnostic tool for the
fibre mode characterisation with a spectrogram approach, since it has
an additional degree of the flexibility to control not only the spectral
width, but also the spectral shape of the seed source. The method is a
beneficial for the fibres of either common or advanced designs. In the
case of the flexible C2 approach, attention had to be paid to the shaping
of the spectrum around the pump wavelength of 1064nm. Nevertheless,
the temporal resolution of the C2 trace at 1064nm is affected in a slight
degree by the presence of the pump peak at the input spectrum, as it
was observed for the DMF rod fibre measurement, it is still possible to
eliminate its influence by a careful choice of the wavelength channels
and their powers.
It should be mentioned as well, that a type of the imaging tech-
nique has to be chosen depending on the measurement requirements and
opportunities. Comparing the C2 and S2 imaging, advantages and disad-
vantages of both techniques were clear. The S2 is worth to implement for
long pieces of fibre with a distinct dominant mode. When aforesaid con-
ditions are fulfilled, the S2 is reliable and extremely sensitive technique.
On the other hand, the C2 is not restricted by the same conditions. It can
easily detect modes of the same power in a short piece of a fibre. How-
ever, the fibre under test has to be balanced by a reference fibre with the
same dispersion properties. In that case, high temporal resolution can be
reached within a definite range of the spectral bandwidths. The highest
temporal resolution, for example, was achieved for the HC PCF balanced
by the same type of fibre coiled to a defined diameter to eliminate all
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HOMs. However, it was challenging to find an appropriate reference
fibre for the 19-cell HC PBGF. The characterisation was performed by
the modified version of the S2 method, that experienced difficulties of
the modal content detection within a high loss bandwidth of wavelengths
due to the weak fundamental mode and strong higher-order modes.
For the 19-cell HC PBGF not only its experimental characterisation
is challenging. Theoretical modelling of this fibre type requires an extra
attention paid to the choice of modelling parameters. A good agreement
within a narrow wavelength range was achieved for experimental results
and a simulation based on a SEM image of the fibre. However, due to a
charge accumulated at the silica surface, a quality of the SEM image is
reduced and geometrical parameters for the model were chosen based
on averaged measures. At the same time, some defects at the air-glass
interface, like for example, a surface roughness, are so small that they
cannot be revealed in the SEM image bringing a disagreement between
the simulated and measured results. Aforementioned features make
modelling of HC PBGF challenging.
In the concluding part of the thesis an investigation of the OAM
modes propagation in the 19-cell HC PBGF was performed. This type
of modes already attracted a tremendous attention as a possible carriers
of information in a MDM system. Also a couple of paper were pub-
lished with a prediction of OAM modes confinement within a HC PBGF.
According to the results of simulation, in the 19-cell HC PBGF with
anti-resonant elements would be also possible to propagate the OAM
mode of the first order. However, spending a fair amount of time on an
attempt to multiplex and demultiplex the OAM modes, that were coupled
to the fibre, based on the experimental results it was concluded that the
OAM modes propagation in 325m of the 19-cell HC PBGF is doubtful.
As a future investigation may be considered the excitation and prop-
agation of OAM modes in a short piece of the 19-cell HC PBGF with a
more careful polarisation control. Also a characterisation of HC PBGF
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with a larger core diameter can be studied as well. Since for a HC PBGF
with a broad bandgap range, that could support a larger number of modes
with low modal dependent losses, the excitation of the higher orders of
OAM modes could be realistic.
Appendix A
COMSOL Multiphysics for
numerical modelling of a fibre
COMSOL Multiphysics is the commercial software-platform imple-
mented by engineers for modelling of physics-based problems [18].
Simulation are provided based on a set of partial differential equations
(PDE), that are solved by the finite-element method (FEM). COMSOL
has an user-friendly graphic interface with a number of physics mod-
elling functionalities. Usually, the problem is defined by establishing the
physics and study, setting up geometry and materials properties,defining
subdomains and boundary conditions, meshing the geometry and running
studying. COMSOL can be integrated with Matlab, allowing to run the
whole simulation in Matlab or to post process the results of simulation
by exporting all data from COMSOL to Matlab.
The COMSOL Electromagnetic Waves interface is used to solve for
time-harmonic electromagnetic field distributions. For this physics inter-
face, the geometry is divided into a large number of meshing elements,
the maximum size of which is limited to a fraction of a wavelength. The
COMSOL solves the wave equation, briefly discussed in Section 2.2
for a specified cross-section of the fibre. To reduce the calculation time,
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taking into account the circular symmetry of the fiber, the structure can
be divided into quarter domains with implementation of the boundary
conditions as the perfect electric and perfect magnetic contour, and per-
fectly match layer (PML) for non-reflecting boundaries. The study type
"Mode Analysis" computes the propagation constants of all propagat-
ing modes in a fibre at the given wavelength around chosen value of
refractive index. As result of modelling, one gets the full vectorial field
distributions of all modal at given wavelength as well as the propagation
constant for each mode.
At the post processing stage all fields and the main parameters, as
the effective refractive indices, modal areas and fractional power of
the guided modes are exported to Matlab. To simulate a fibre along a
range of wavelengths the simulation were controlled by Matlab repeating






DMF Distributed modal filtering
DTD Differential time delay
FM Fundamental mode
FUT Fibre under test
HC Hollow core
HOM Higher order mode
HWP Half wave plate
LM Leaky mode
LMA Large mode area
LPG long period grating
MDM Mode division multiplexing
134 List of abbreviations
MM Multi mode
MPI Multi path interference
MZI Mach-Zehnder interferometer
OAM Orbital angular momentum
OPD Optical path difference
OPL Optical path length
OSA Optical spectrum analyser
PCF Photonic crystal fibre
PM Polarization maintaining
S2 Spatially and spectrally resolved imaging
SL Scattering loss
SLM Spatial light modulator
SM Single mode
SMF Single mode fibre
SMs Surface modes
ToF Time-of-Flight
QWP Quarter wave plate
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